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Choicy Beauty Equipment Series

-- 810nm Diode Laser Hair Removal System

Model: CB-1002A

Product Description
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System Characteristics

1. 810nm laser diode provides reliable results.

2. Sapphire contact cooling, feel more comfortable.

3. Permanent hair reduction of all pigmented hair on all skin types.

4. Fast hair removal-large 12x10 mm spot, up to 10 Hz repetition rate.

5. Double models in one system---fast model and standard model to remove hair.

6. Easy to operate.

7. Low cost of ownership with no disposables required.

Treatment Range

1. Permanent hair removal, better than IPL and E-light.

2. Effectively removes hair on different parts of the body. E.g. armpit, beard, lip, hair line, bikini, and

other unwanted body hair.

3. Reduces speckle, deep colour nevus, spider veins/lines, red birthmarks etc.

Before and After Treatment
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Technical Specifications

Model CB-1002A

Laser type Diode laser

wavelength 810nm

Spot size 10*12mm

Control mode 8inch color touch screen

Cooling method wind + water + semiconductor cooling system

Input power 2200W（AC220V/ 10A, AC110V/20A）

Fast mode：

Energy density 5～10J/cm2

Repetition rate 10Hz

Treatment mode Hair texture（dense、crude、fine）

Cooling Sapphire contact cooling

Standard mode：

Energy density 5～120J/cm2

Repetition rate 1～10Hz

Pulse width 30～350ms

Cooling Sapphire contact cooling

Dimension 490*430*1115

Weight 35KG

NOTE:

The detailed instruction will be sent with the equipment.


