
  SPECIFICATIONS:

1. MATERIAL:

   1.1 HOUSING: PBT WITH 30% GF, UL 94V-0, COLOR: BLACK.

   1.2 CONTACTS: BRASS.

   1.3 SHELL: SK7.

   1.4 MIDDLE BULLET: SK7.

2. FINISH:

   2.1 CONTACTS:GOLD FLASH PLATED ON CONTACT AREA,

                100u"MIN.BRIGHT-TIN PLATED ON SOLDER

                TAIL,50u"MIN.NICKEL UNDERPLATED OVERALL.

   2.2 SHELL:80u"MIN.BRIGHT-TIN OVER 50u" MIN. NICKEL

             ENTIRE ISOLATED.

   2.3 MIDDLE BULLET: 50u" MIN. NICKEL PLATED OVERALL.
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Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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Ordering Code:

1

Contact Plating

G0: Gold flash

G1:  3u" Gold

G2:  5u" Gold

G3: 10u" Gold

G4: 15u" Gold

G5: 30u" Gold

Contact Material:

B:Brass

P:phosphor copper

Color Insulator

A:White  B:Black

Series No:

Shell Material:

B:Brass

I:Iron

S:stainless steel

Insulator Material:

P:PBT+30%GF

L:LCP

Packing

A:Tray

B:Bag
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