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0. 55 NOTES:
SPECIFICATION:
1C9 g g é éii Contact current rating:0.5 A
<q:> o o o o Contact voltage rating:250V AC
5 3 1 Aii Contact resistance:30 milliohms max
™ 1.3 &~ Dielectaic withsanding voltage:500V AC RMS
< | T < Insulation resistance:5000 megohms min
o Mechanical characteristics durability:5000 cycles
- RECOMMENDED  P.C.B. LAYOUT (T:1.00zal Environment characteristics: operating
n T Y temperature:—-55°C = +105°C
Intermatable with standard H/D 15P male D-sub
] 9 Recommanded PCB thickness 1.00 1. 20mm
’ Ordering Code:
} \ | MU3MSO4 - X - X - X - X - X_
T ® @0®606
% @Series No: (5) Contact Plating
2 12.16 (@ Shell Material: GO: Gold flash
e = 14. 08 B:Brass Gl: 3u” Gold
———] 2. 25__|__0 064> ’ I:1ron G2: 5u” Gold
S:Stainless Steel G3: 10u” Gold
(3)Insulator Material: G4: 15u” Gold
P:PBT+30%GF G5: 30u” Gold
=~ L:LCP (6) Packing
88 e (4)Contact Material: A:Tray
3. 65 ~-3. 65— =3 o B:Brass B:Bag
“ " A 0 o 7.350 ; P:phosphor copper C:Tube
109876 — 04321 _ ! D:Tape Reel
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