Notes:
1. A1l Dimensions are in Millimeters.
2. Material:

Housing:LCP Color:black

Contact :Phosphor Bronze.

SHELL: SUS304

Coil sping:sus

Latch:sus

14.00 Slider:LCP Color :black
——570 Tin 100u” at Solder Tail,NI60u”Min
19 4’] Selective Gold on Contact Area Plating.
L | | . - 3. Specification:
] i1 5, 9 1.80 3. 1.Electrical Characteristics:
j ‘ *W,SOT* card *detect 3.1.0. Contact Resistance: 100mQ Max.
3 i j/ B 3.1.1. Dielectric Withstanding Voltage:
2R 8 S5 e 500VAC Max With i Minute
i C 1o = = X ard detect !O + 3.1.2. Insulation Resisitance:1000 MQ Min.
2 u - T S 3.1.3. Current Rating: 0.5A AC/DC Max.
hi [ - 3 T Rated Voltage ¥ 100 V RMS Min.
v 7 T A 3 3.2.Mechanical Characteristics:
‘ 3 ’ " 3.2.0. Mating Force: 13.8N Max.
- 3 | i T 3.2.1. Unmating Force : 13.8N Min.
SO = n o vl .10 T { 3.2.2. Contact Retention Force:
S 7w . ‘ Eoor |)(] L2 100g Min. Per Pin.
ﬁ T f-0.30 o T 3.2.3. Operating Temperature: —25°C +85°C
<+L1‘94 f ' 0.80 3.2.4. Storage Temperature:~40C +85°C
L v 0.95 e 785 J g 3.3. Major Dimension:
L 9 75 0.25 L Angou”d sround / i
12.90
card center—— ™ _comector center RECOMMANDED PCB LAYOUT
(ALL TOLERANCE IS 0.05) PART NUMBER:
MicroSD DEFINITION ATK-TSTMX185A002
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Packing
| DATA LINE(BIT 2) AiTray
2 | CARD DETECT/DATA LINE(BT 3) Card Detect Switch Cirsuit ;f::izzz&kool
3 COMMAND RESPONSE cad o crd o creum A-I(E‘Wi' 85m HETGHT
4 SUPPLY VOLTAGE detect detect :Card inserted
" B:Normally closed
) Y 1190 ® ° crocx without card : ATK— COMPANY NAME
S : < 6 | CARD DETECT (Normally closed) Cord inserted -
‘é R “ i HJH 7 DATA LINE(BIT 0)
HEEEETEEE gvmo 8 DATA LINE(BIT 1)
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Note:

1. 10 sprocket hole pitch cumulateve tolerance=0. 2
2.Carrier camber is within 1 mm in 250mm.
3.Material :Black Conductive Polystyrene Alloy
100 % recyclable.
4. A1l dimensions meet EIA-481-B requirements
5. Thickness:0. 3£0. 05mm.
6. Component load per 13”reel:1000 pcs.
7. A box of 5 volumes, 5000PCS
8. The single weight of the product is 0.46g:
the single weight of each plate is 860g/plate,

and the weight of each box is 4500g.

330 . .
9:Carton weight 200g (shape size 345%345%155)
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