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MATERIAL:
   1.Insuiator:PBT+30%Glass Fiber (UL94V-0)
   2.Contact:Brass
   3.Contact Plated:Gold Flash  over  Nickel
   4.Shell:stell,Nickel Plated
SPECIFICATION:
   1.Current Rating:5 AMPS
   2.Lusulation Resistance:1000M MIN  At 500VDC
   3.Dielectric  Strength:500V for one minute
   4.Operation Temperatur :-55 ~+105
    The connector is suitable for 22~24  AWG  Wire soldering
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Mounting Option:
A: No accessories
B: Rear Rivet
C: Front Rivet
D: Groudstand-off on rear shell
E: Front rivet+Groundstand-off
    on rear shell

 HDD02   -  F   -  X   -   X   -  X   -    X   -   X
Ordering Code:

Four Row Solder Type
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3 Contact NO.:
78=78pin

6 Color Code:
W:White  L:Blue
B:Black  G:Grey
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5 Accessories:
O:Non Accessories
A: Zinc alloy 4.8mm Nickel
A1:Zinc alloy 5.8mm Nickel
B: Iron 4.8mm Nickel
B1:Iron 5.8mm Nickel
C: Copper alloy 4.8mm Nickel
C1:Copper alloy 5.8mm Nickel
D: Copper screw 4.8mm Nickel
D1:Copper screw 5.8mm Nickel
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2 Contact Type:
F:Female

A: No accessories B: Rear Rivet C: Front Rivet D: Groudstand-
off on rear shell

E: Front rivet+
Groundstand-off on rear shell

Contact Plating
S:  Selective Gold

S1:Selective 3u" Gold

S2:Selective 5u" Gold

S3:Selective 10u"Gold

S4:Selective 15u" Gold

S5:Selective30u" Gold

G0: Gold flash

G1:  3u" Gold over

G2:  5u" Gold over

G3: 10u" Gold over

G4: 15u" Gold over

G5: 30u" Gold over

D-SUB Female Four Row Solder

Type(stamped Pin)
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