
Standard Footprint

Reverse Footprint

FPC1.0 - XX - SM - D - X - X - X - 1

Ordering Code:

①

1.0mm FPC Series

Contact NO:

XX=XXpin

For Example：

24=24Pin  04-30Pin

Contact Type:

D:Dual Contact

Packing Type:

T: Tube Packing

A: Tray Packing

R: Tape & Reel

APPERANCE:

ST:DIP Straight

② ③ ④ ⑤ ⑥

①

②

③

④

⑤

Plating：

G0:Gold Flash

G1: 3U"gold

SN: MATT-TIN 90-120U"

S0: SELECTIVE GOLD

S1: SELECTIVE GOLD 3U"
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Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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1.0mm FPC NON ZIF Vertical DIP

Dual Contact Hight 2.8mm

FPC1.0-XXSTDXXX01
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3rd ANGLE PROJECTION

ANTENK ELECTRONICS CO,.LTD
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FPC1.0-XXSTDXXX01

PROPER CABLE

Other Option:

0:Standard Footprint

1:Reverse Footprint
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  SPECIFICATIONS:

Current Rating:0.4A

Voltage Rating:50V

Withstand Coltage:200V AC /minute

Contact Resistance:≤20mΩ

Insulation Resistance:500MΩ

Working Temperature:-25℃~+85℃

Dual Contact

Material:Nylon46,UL94V-0

Contact:Phosphor Copper
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