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SPECIFICATIONS
* Voltage rating: 250V AC.DC
* Current rating: 104, AC, DC
o * Withstanding Voltage: 1500V AC/minute
Circuit 1 e Insulation resistance:1000MQ min
| } * Temperature range: —25C-+85C
‘ é ‘ i |  5.0820.10 * Contact resistance: 10mQ max
= == R = o
. | | AFER
0 s ~Part NO: AWS083RXP |
— e Mates With AH5083—-XP Series Housing
©1.65:0.05 « Housing Material: Nylon66 UL94V-0
* Pin Material :Brass
P.C.B LAYOUT * Contact Area Platinge Tin-Flash
* The Dimension Marked “ ” Must Be Recorded
5.08x+0.10
Ordering Information & DIMENSIONS:
A+0.20
DIMENSIONS
PART NO.
Bx0.25  4.82:0.20 A B
‘ 2pP 5. 08 9. 04
3P 10. 16 14. 12
A A A A ° ° o AP 15. 24 19. 20
S 3 /\ 5P 20. 32 24. 28
a3 ° S & 6P 25. 40 29. 36
N . :
S g ~ 3 7P 30. 48 34. 44
& < 8P 35. 56 39. 52
3 * 9P 40. 64 44. 60
] ] o 10P 45.72 49. 68
11P 50. 80 54. 76
I I ( I ( I | B 12P 55. 88 59. 84
PIN 1.14 SQ 3.60+0.20 8.20+0.20 UNIT: MM
UIX ?:)35 ”XEXTOIZO @ ANTENK ELECTRONICS CO, . LTD
XX 40.25 X XXX: £0. 15 ntenk Http://www. antenk. com
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SPECIFICATIONS
* Voltage rating: 250V AC.DC
* Current rating: 104, AC, DC
Circuit 1 * Withstanding Voltage: 1500V AC/minute
* Insulation resistance:1000MQ min
} | » Temperature range: —25°C—+85C

Fé 0 & * Contact resistance: 10mQ max
M — - o
E % 2 ‘ _ 5.080.10
T T S ‘ ‘ WAFER
o e Part NO: AW5083S—XP
— — 5 - Mates With AH5083-XP Series Housing
* Housing Material: Nylon66 UL94V-0
21.65+0.05
5.0810.10 * Pin Material :Brass
" * Contact Area Platinge Tin-Flash
A£0.20 P. C<B LAYOUT * The Dimension Marked “ ” Must Be Recorded
Ordering Information & DIMENSIONS:
DIMENSIONS
‘ 2pP 5. 08 9. 04
N n n N\ A 3P 10.16 14. 12
a g /\7* 4P 15. 24 19. 20
% ‘ﬁ o 5P 20. 32 24. 28
al
8! 8 E s 6P 25. 40 29. 36
@ 3 ™~ b 7P 30. 48 34. 44
<
,?_ Py 8P 35. 56 39.52
© 9p 40. 64 44. 60
L ] L —
10P 45.72 49. 68
L | L | L | 11P 50. 80 54. 76
\J \J \J | W 12P 55. 88 59. 84
PIN 1.14 SQ 8.201+0.20 UNIT:MM
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Wu Feng Rong 26/10/2020
CHECK DATE 5.08 MM 180° Wafer Connector Series
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@ JEJF DRAWING NO:  AW5083S-XP
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HSF @ R&[S SPECIFICATIONS

13.60 0.25 * Voltage rating: 250V AC.DC

* Current rating: 10A, AC, DC
o e Withstanding Voltage: 1500V AC/minute
C) B - B * Insulation resistance 1000MQ min
T3 o, o
@ | * Temperature range: —25C-+85C
* Contact resistance: 10mQ max
1 TERMINAL
4 + Part NO: AT5083-1XX
o & & oes * Applicable wire: AWGH16-#20
| o f .
R [ Used In AH5083 Housing
3 ®. 8 3 e Material: Brass
= o N . . .
g 2 * Finish: Tin Over Nickel
. o . .
< o e The Dimension Marked “ ” Must Be Recored
2.00 Ordering Information & Spectifications
= > Insulti
i PART NO. [WIRE RANGE| ‘"SUHM1OT Wateriall Finish Qty/reel
§ 0.D.
Py - AT5083-1TB AWGH16-#20 3. 40MM (MAX) Brass Tin Over Nickel 4000 PCS
\ 1.200.10 Phosphor
— AT5083-1TP | AWGH16-8#20 | 3. 4OMM(MAX) Bronze |Tin Over Nickel | 4000 PCS
3.00+0.10
4.250.25 8 AT5083-1GB | AWGH16-520 | 3. 4OMM(MAX) Brass  |Gold Over Nickel| 4000 PCS
E | | 2.90:0.25
— bt AT5083-1GP | AWG#16-#20 | 3-4OMM(MAX) PE(;Z?]];ZT Gold Over Nickel| 4000 PCS
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- SEC:AA B Unless (_)‘_ther\v:se specif’iedﬁ_folfr'ance ®A1\TE\IK ELECTRONICS CO, LTD
SEEAR SEC:B-B K09 %X £0. 15 ntenks Hiep://wo. antenk. con
SO TNTT E-mail:sales@antenk. com
As_Shown mm
DRAW DATE TITLE:
Wu Feng Rong 27/10/2020 . .
CHECK DATE 5.08mm Female Crimp Terminal
Bob Yang 27/10/2020
@_5 DRAWING NO:  AT5083-1XX
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO:  AT5083-1XX
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SPECIFICATIONS
025 * Voltage rating: 250V AC.DC
aini e Current rating: 10A, AC, DC
e Withstanding Voltage: 1500V AC/minute
S <> 9 * Insulation resistance 1000MQ min
- * Temperature range: —25°C—+85C
! ! * Contact resistance: 10mQ max
A ) | TERMINAL
1 g - Part NO: AT5083-2XX
m . .
i )L g F | - Applicable wire: AWG#18-#22
s g 7@%\\ | ¥ Used In AH5083 Housing
v v - 3 ?4 g * Material: Brass
5 +l . . o .
= R * Finish: Tin Over Nickel
[To] . .
L] L] J * The Dimension Marked “ ” Must Be Recored
‘1:5 Ordering Information & Spectifications
3.00 E‘E
Ly .
S : g PART NO. |WIRE RANGE 1“5%1}310“ Materiall Finish Qty/reel
o o
H
8_ AT5083-2TB | AWGH18-#22 3. 0OMM (MAX) Brass |Tin Over Nickel 4000 PCS
o«
\_1 Phosphor
™ AT5083-2TP | AWG#18-#22 3. 00MM (MAX) Bronze |Tin Over Nickel 4000 PCS
N
3.6010.25 o 2.4010.25
|
é’ AT5083-2GB | AWGHIS-#22 | 3.00MMQMAX) | Brass  |Gold Over Nickel| 4000 PCS
N
& l AT5083-26P | AWGH18-#22 | 3- 0OMM(AX) P;f;:ﬂzzr Gold Over Nickel| 4000 PCS
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SECA-A tntess i““l “X&d;()le (% ANTENK ELECTRONICS €0, . LTD
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Wu Feng Rong|  27/10/2020 . X
CHECK DATE 5. 08mm Female Crimp Terminal
Bob Yang 27/10/2020
@ DRAWING NO:  AT5083-2XX
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