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SPECIFI CATTONS:
1.Electrical Characteristics:
1.1 Contact Current Rate: 1 AMP
1.2 Insulation Resisitance: 500M() Mini mum
1.3 Contact Resistance:25M) Maximum
1.4 Dielectric Voltage: 500V AC For One Minute
2. Material:
2.1 Insulator: PBT+30%G/F
2. 2 Contact: Copper Alloy T=0. 30
2. 3 Board Lock:Copper Alloy T=0. 50
2.4 Shell: ZINC Alloy
3. Finish
3.1 Shell:Nickel Plated
3. 2 Contact: Gold Plated On Contact Area, Tin Plated
On Soldering End, Nickel Under-Plating
3.3 Board lLock:Nickel Plated
4. Envi ronment:
Operation Temperature: —55° C To +125° C

Ordering Code:
HPCND - i —é
®

HPEAD XX mX
O ® ® ® ©®

@ Series No:

@ Contact Type:
F:Female
Contact NO.:

(:) Contact Plating
S0: Gold Flash Selective Plating
S2 5u” Gold Selective Plating
S4: 15u” Gold Selective Plating
S5 30u” Gold Selective Plating

No. of
Pin

Di mensions
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(4) Threaded Finishes:

14=14P 20=20P

26=26P 36-36P 50=50P Bracket Fini shes:

L. Latch Bracket

1: Threaded Insert #2-56 S Screw Bracket

2: Threaded Insert #4-40
3: Threaded Insert M2. 6

Unless Otherwise specified tolerance]
X. £0.35
X.X:40.25 X.XXX:+0.15
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