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SPECIFICATIONS
* Voltage Rating: 250V AC.DC
* Current Rating: 2A AC,DC
* Contact Resistence:3.0mQ Max
\ \ * Withstanding Voltage: 2200V AC/minute
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e » Temperature Range: —-40°C-+130C
2.54 WAFER
DIM B * Part NO: AW?54IS*XP ' ‘
» Material: Pin: Brass/Tin over Nickel
0.64SQ L=14. 5MM
Terminal Retenion: 2.0KG(MIN)
Insulator: Nylon 66, UL94V-0 White
* Mates With: AH2541-XP Series Housing
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i 02 AW25415-02P 5.08 | 2.54
R 1 1 1 A A 1 A A 03 AW25415-03P 7.62 | 5.08
EER Y 7 R T U T T U —\ 04 AW25415-04P 10.16 | 7.62
o 05 AW2541S-05P 12.70 | 10.16
DIM A © 06 AW2541506P 15.24 | 12.70
-3 07 AW25415-07P 17.78 | 15. 24
08 AW25415-08P 20.32 | 17.78
09 AW25415-09P 22.86 | 20.32
q)Q 10 AW2541S-10P 25.40 | 22.86
Q 11 AW2541S-11P 27.94 | 25.40
®\' 12 AW2541S-12P 30.48 | 27.94
13 AW25415-13P 33.02 | 30.48
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15 AW25415-15P 38.10 | 35.56
2. 54— 16 AW25415-16P 10.64 | 38. 10
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PCB LAYOUT UnICS; itl:)cr;v;sc sp;ciwf;d;gl;:mw (@ ANTENK ELECTRONICS (O, . LTD
XX 40.25 X XXX: £0. 15 ntenk Hetp://www. antenk. com
SCALE: UNIT- E-mail:sales@antenk. com
As Shown mm
DRAW DATE TTTLE:
Wu Feng Rong| 11/18/2020 2.54mm Pitch 180° Single Row
CHECK DATE Wafer Connector Series
Bob Yang 11/18/2020
DRAWING NO:  AW2541S-XP
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO:  AW2541S-XP
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1 \ 2 3 4 5 6 7
SPECIFICATIONS
* Voltage Rating: 250V AC.DC
* Current Rating: 2A AC,DC
* Contact Resistence:3.0mQ Max
\ \ * Withstanding Voltage: 2200V AC/minute
= ! e Insulation Resistance:5000M Q2 min
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9 54 e Part NO: AW2541S-XP
) * Material: Pin: Brass/Tin over Nickel
- DIM B - 0. 64SQ L=18. 00MM
Terminal Retenion: 2.0KG(MIN)
Insulator: Nylon 66, UL94V-0 White
* Mates With: AH2541-XP Series Housing
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@ ﬁ E E E @ @ ﬁ E E ﬂ @ @ ﬁ E ﬂ 7 02 AW2541R-02P 5.08 2.54
03 AW2541R-03P 7.62 | 5.08
04 AW2541R-04P 10.16 | 7.62
3.60 05 AW2541R-05P 12.70 | 10.16
DIM A 06 AW2541R-06P 15.24 | 12.70
07 AW2541R-07P 17.78 | 15. 24
08 AW2541R-08P 20.32 | 17.78
09 AW2541R-09P 22.86 | 20.32
q)Q 10 AW2541R-10P 25.40 | 22. 86
Q 11 AW2541R-11P 27.94 | 25.40
®\' 12 AW2541R-12P 30.48 | 27.94
13 AW2541R-13P 33.02 | 30.48
/®/O OO0 O O OO OO OOOLOLOL O 14 AW2541R-14P 35.56 | 33.02
15 AW2541R-15P 38.10 | 35.56
2. 54*—‘« 16 AW2541R-16P 10.64 | 38. 10
— DIM B o Unit:mm
PCB LAYOUT UnICS; inl:)or;v;sc Sp;di;d;gl;:m @® ANTENK ELECTRONICS C0, . LTD
X 40.95 X XXX 40, 15 ntenk Http://www. antenk. com
SCALE: UNIT- E-mail:sales@antenk. com
As Shown mm
DRAW DATE TITLE:
Wu Feng Rong 11/18/2020 2.54mm Pitch 90° Single Row
CHECK DATE Wafer Connector Series
Bob Yang 11/18/2020
DRAWING NO:  AW2541S-XP
REV DESCRIPTION DATE 3rd ANGLE PROJECTION PRODUCT NO:  AW2541R-XP
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