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HS F ‘l SPECIFICATION
Current Rating: 1. OAmp
Insulation Resistance: 1000MQ min
. 2. 00#No. of Positions+4. 60+0. 30 . Contact Resistance: 2000 max
29 1= Vithstand Voltage: 500V AC/DC
2. 00:#No. of Contacts/2-2. 0010. 20 E’ocl’ e Operating Temperature: -40° C to +105° C
+0.10 S S Contact Material: Phosphor Bronze
, 2. 001310 A | < Contact Plating: Au Over Ni
5= Insulator Material: PBT+30%GF UL 94V-0
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p— Ordering Code:
SECTION B-B FCCS05 - X - X- X -X-X
® ®@ ® ® ®
= 0.15 .
T 1. 60°3 (DSeries No: (@ Color Insulator
Pin 1 Morkn =] B:Black
. ®@No. of Contacts 6:CGrey
h 06P 08P 10P (®) Packing
I 12P 14P 16P A:Tray
1 Il 18P 20P 22P B:Bag
24P 26P 30P C:Tube
34P 36P 40P .
1. 004No. of Contacts—1. 000. 15 S5 WP 50P 6O D:Tape Reel
n 29 64P With Strain relief or not
SEUENNE g A: With strain relief
. - (®Contact Plating B: without strain relief
i 2. 00#No. of Positions+4. 5010. 30 GO: Gold flash S0: Gold flash/Ni
res . L 50j8-%8 Gl: 3u® Gold S1: 3u” Gold/Ni
o5 \ 2. 00#No. of Positions+). 30+0.25 . : 62: bu” Gold S2: Bu” Gold/Ni
) | G3: 10u” Gold §3: 10u” Gold/Ni
} G4: 15u° Gold S4: 15u” Gold/Ni
3_ 1 G5: 30u” Gold S5: 30u” Gold/Ni
T— t~ i SN: Tin
T
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e Fong |08 08/2017 2.00mm IDC Socket Without Bump F-Type
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