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SPECIFICATIONS:

Nx2.54 2. 54 Insulator: PPS
Fiammability: UL 94V-0
:@@@@@@\ OOOOO | seaw Brass
Mating pin @: 0.41 mm
P.C.B LAYOUT Mechanical life: min 500 cycles
SHT b 1 £il Rated cument: 3A
S 2041 pin connector, low prolile Contact resistance: max 10 mQ
i single row, perpenicular mount Dielectric strength: min 1000V RMS
A:Typel = % Availability from:2 to 40 contacts
i 5 Standard number of contacts 5,6,8,9 Ordering Code:
, WPHEM - X - X - X - X -01
\ 2.9 10,11, 12, 14,16, 17, 20,25, 30, 32 and 40 ) 5 @ 0 & 3 @
(D MPHEM series (® Packing
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For example: () Type selection
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:I (3 Pin Plated (® Series number
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1; Tin 150 B~
2; Tin 200 B~
2.54 5. 0 P.C.BLAYOUT 3; G/F
20. 47 4; Gold 3 u'”
g SMT pin connector, low profile 5 Gold 15 -
] . S; Special
double row, perpenicular mount
B:Type2 = S with self-levelling floating contacts
o I | Availability from:4 to 80 contacts P Pr——rT— o
\ 21. 60 Standard number of contacts 72 J LE0.% = LIG0.20 ntenk Http: //www. antenk. com
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