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HSF @ Rﬁs Material:
Insulator:PBT Rated UL94V-0
Contact: Lgnore
Shell:Steel
5700 Rivet, Boardlock:Coper Alloy
‘ Electical:
Operation Voltage:250VAC MAX
61.00 Current Rating: 3A MAX
Contact Resistance:15 milliohms Max
52 .20 ®/\j‘ Insulation Resistance:3000 Mohms Min @500 VDC
q// Dielectric Withstanding Voltage:1000V AC For 1 Minute
< 2.77 Operating Temperature:-55° C to +105° C
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(1) Dual Row Crimp Type ®) Color Code:
@ Contact Tvpe: W:White L:Blue
W-Male ype: B:Black G:Grey
@ Contact NO. : (D Contact Plating
67 00 50=50pin S: Selective Gold
: @ Mounting Option: S1:Selective 3u" Gold
61.00 A: No accessories S2:Selective Su" Gold
15 30 B: Rear Rivet S3:Selective 10u" Gold
S—ad g: Front Rivet S4:Selective 15u" Gold
© focessories: $5:Selective30u” Gold
| : )
8 8 1 A: Zinc alloy 4.8mm Nickel GO: GO},d flash
) ) . . G1: 3u" Gold over
© || © Al:Zinc alloy 5.8mm Nickel G- 5" Gold
= = B: Iron 4.8mm Nickel - ou Lold over
! = > G3: 10u" Gold over
1 Bl:Iron 5.8mm Nickel . Y )
= C: Copper alloy 4.8mn Nickel 0% L5u"Gold over
o [ Cl:Copper alloy 5.8mm Nickel G5: 30u" Gold over
| D: Copper screw 4.8mm Nickel
55 10 10.00 D1:Copper screw 5. 8mm Nickel
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