
Specifications:

Material And Finish:

Insulator:Nylon66 UL94V-0

Contact:Phosphor Bronze,  Tin plated

Rating:

Current Rating:0.3 Amp

Voltage Rating:30V AC/DC

Operating Temperature Range:-25°~+85°C

FPC0.3 - XX - RM - D - X - X - 2

0.3mm FPC Series

Contact NO:

XX=XXpin

For example：

10=10pin

Contact type

D：Dual contact

Packing Type

T: Tube packing

A: tray packing

R: tape & reel

Plating：

G0:Gold flash

G1: 3U"gold

SN: MATT-TIN 90-120U"

S0: SELECTIVE GOLD

S1: SELECTIVE GOLD 3U"

APPERANCE

RM:SMT Right Angle

RT:DIP Right Angle

SM:SMT Straight

ST:DIP Straight
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Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15

SCALE: UNIT:

TITLE:

DRAWING NO:

PRODUCT NO:DATEDESCRIPTIONREV

0.3mm FPC Connector H=0.6mm Back Flip Type

FPC0.3-XXRMDXX2

DRAW

CHECK

Jack Bao

BobYang

DATE

10/28/2018

DATE

10/28/2018

As Shown mm

3rd ANGLE PROJECTION

Pb RoHSHSF

ANTENK ELECTRONICS CO,.LTD

Http://www.antenk.com

E-mail:sales@antenk.com

R

FPC0.3-XXRMDXX2

7

Series number

2

7

1.80

1.20

2.40

1.80

3.00

2.40

2.87

4.07

3.47

3.16

4.36

3.76

3.63

2,95

Revise 1 to 2 12/04/2022

1

1

AutoCAD SHX Text
9

AutoCAD SHX Text
7

AutoCAD SHX Text
11

AutoCAD SHX Text
3.03

AutoCAD SHX Text
2.43

AutoCAD SHX Text
4.45

AutoCAD SHX Text
3.85

AutoCAD SHX Text
5.05


	图纸和视图
	模型


