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SPECIFICATION
Current Rating: 2.0 Amp
C£0.4 Insulation Resistance: 1000MQ min A
B+0.35 PIN NUMBER | A | Bw) | Cam) Contact Resistance: 20mQ  max
on e | 1e1s |17.34 Withstand Voltage: 500V AC/DC
A£0.25 2PN 00 1814 1932 Operating Temperature: -40° C to +105° C
TMT WP | 1200 | 2014 | 2134 Contact Material: Copper Alloy
I i I6PIN | 1400 |22.14 | 2334 Contact Plating: Gold Flash All Over |
g8 4R ® X ® X B N X B X B X o 18PIN 1600 | 2414 |25.34 Insulator Material: PA6T Black UL 94V-0
<
5 3m E m ® ®m B ® ®H B ® &= X 20PIN 1800 | 2614 |27.34
24PIN 22,00 28.14 29.34 Ordel"il’lg COdeZ
26PIN 2400 | 3014 |31.34
24. 00 30PIN 2800 |3214 |33.34 BHCSO7 *i*i*l*l*l
: 34PIN | 3200 | 3414 |3534
4PIN | 3800 | 3614 |37.34 @ @ @ @ @ @ B
44PIN 4200 | 3814 |39.34
@ Series No: @ Color Insulator
550 B:Black
r»——‘ @ No. of Contacts U:Blue
;O ;i 14 16 18 W:White
o 0 26 () Insulator Materiall |
© 30 34 40 44 B:PA6T
= :
C:LCP
%{ U U (® Contact Plating: E:PA9T
] G0:Gold flash SO0:Selective (© Packing
‘ G1:3U” Gold Sl:Selective 3u” A:Tray
. i > . L ” . ”
J Lﬂ J =IO 08P 2.00 62:50” Gold  S2:Selective 5u” B:Bag C
G3:10u “Gold S3:Selective 10u” T:Tube
G4:15u” Gold S4:Selective 15u” U:Tube+CAP
$0.80 G5:30u” Gold Sh:Selective 30u” R:Tape&Reel
| SN:Tin W: Tape&Reel+CAP
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