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Current Rating:bA MAX

Dielectric Withstanding Voltage:1000V AC for one minute
Tnsulation Resistance:1000MQ Min. (at 500V DC)

Contact Resistance:35mQ2 Max.
Temperature:-55° C to +105° C
Material & finish

SHELL:

steel Zinc plated, Tin ploted or Nickel plated steel
PIN CONTACT:Phosphor bronze or brass Gold Plated
INSULATOR:PBT & Glass—Fibre Reinforced UL-94-V0

Ordering Code:

57CC - M - X - X - X - 04

O 06
® CONTACT TYPE:
F:FEMALE
@ VVALE
A~ NO.OF CONTACT:
14 24 36 50

(® CONTACT PLATING:
A: GOLD FLASH

® 6
@INSULATOR COLOR:
B:BLUE
K:BLACK

W:WHITE
(®SERIES NUMBER: 04

S: SELECTIVE GOLD PLATED 3U”
SA: SELECTIVE GOLD PLATED 50"
SB: SELECTIVE GOLD PLATED 10U”
SC: SELECTIVE GOLD PLATED 150"
SD: SELECTIVE GOLD PLATED 30U”

Unless Otherwise specified tolerance

X. £0.35 X. XX: £0. 20
X.X:+0.25 X XXX:=£0.15

SCALE: UNIT:

@® ANTENK ELECTRONICS €O, . LTD

ntenkld Http://www. antenk. com

E-mail:sales@antenk. com
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WIRE & 30 METAL SHELL STRAIGHT

ARevised pin number

12/02/2022

REV

DESCRIPTION

DATE

57CC-MXXX04

’ - DRAWING NO:
175\ =

\#J PRODUCT NO:
3rd ANGLE PROJECTTON :

57CC-MXXX04

| 3 |

5

| 6 [ 7

| 8




	图纸和视图
	模型


