SPECIFICATION
Standard (ZFH R UL IEC
- Voltage Rating (WUEHE): 300V 750V
| | ] | | Current Rating (B€ ) : 20A 32A
. ! L ! / ! L ! | . / = Wire range FHZIE) : 22—12AWG 4. Omm?
_ Q% %r/ Q% gﬂg g% [ERR - Withstanding voltage (fif H1/E) :  AC2000V/1Min
= " e = R Insulation resistance (41 HifH):  500M Q/DC500V
= \\ T H | Temp Rang GRZIEM): —40° C = +105° C
= | | - | J | - | - a c H B ) =8l Max Torque (B KRBME S%E) : 1. 2Nm(10. 61b. in)
1.1 4. 20,40 | Housing (#{4):  PA66, UL94V-0
1L 110%-1) | Screw (1242 ) . Steel, M4.0 Ni plated
1L 110K-1)+12. 62 SECTION A-A Terminal (¥ f) : Brass.0.8,Tin plated
Pitch ([A]#R) : 11. 11mm
Poles (%) : 2P-24p
Ordering Code:
e AT866 - 11.11 - XX - X - A
A:Series number
Pitch: Poles:
— 11.11:11. 11mm 02: 2 Contacts Insulator color:
03: 3 Contacts A:Green  B:Blue
,,,,,, C:Black G:Gray
Series No. 22: 22 Contacts 0:0range T:Transparent
R:Red Y:Yellow
W:White
U“leSXS ‘:235 pX;X‘tOlZO ANTENK ELECTRONICS CO, . LTD
XX:40.25 X XXX: +0. 15 ntenks Hitp://www. antenk. com
SCALE: TNTT E-mail:sales@antenk. com
DRA‘?VS shown ATE = TITLE:
__Wu Sai 22/03/2018 Barrier Terminal Block Pitch:11.11lmm
CHECK DATE
BobYang 22/03/2018
‘ —] DRAVING N0 AT866-11. 11XXXX-A
REV DESCRIPTION DATE :er,E 0\ PRODUCT NO: AT866-11. 11XXXX-A
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