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Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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NUMBER OF POSITIONS(8P,6P,4P)

NUMBER OF CONTACTS (8C,6C,4C)

①

②

③

④ Contact PIating

GO:GOld flash

G1: 3U〞Gold

G2: 5U〞Gold

G4:15U〞Gold

G3:10U〞Gold

SN:Tin

G5:30U〞Gold

⑤ Shield

A:W/0 Shield

B:Half Shield

ATRJ5228

① ②

8P 8C

③

X

④

D

⑤

C:Shield W/Eml

D:Shield W/O Eml

C  -  X

⑥

⑥ Ports

A:1X1P

B:1X2P

C:1X4P

D:1X5P

E:1X6P

F:1X8P

  SPECIFICATIONS:

1.Electronical Characteristics:

 1.1 Voltage Rating:1000 VAC 1 Minute

 1.2 Current Rating:1.5A

 1.3 Contact Resistance:50 Milliohms Maximum

 1.4 Insulation Resistance:500 Megohms Min

 1.5 Dielectric Strength:1000 VAC RMS 60HZ.1MIN.

2.Mechanical Characteristics:

 2.1 Operating Life:750 Cycles Minimum

 2.2 PCB Retention Pre-solder:1 LBS Minimum

 2.3 PCB Retention Post-solder:10 LBS Minimum

3.Material & Plating

 3.1 Housing Material:High Temp.Plastic UL94V-0

 3.2 Contact Material:Phosphor Bronze,T=0.35mm

 3.3 Plating:Gold Plating Over Nickel

4.Environmental:

 4.1 Storage:-40°To +85°

 4.2 Operation:-40°To +85°

 4.3 Wave Soldering Temperature:230°To 250°

                                (3-5 Seconds)

RECOMMENDED PCB LAYOUT

      TOP VIEW
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⑦ LED STYLE:

B:LEFT YELLOW/RIGHT GREEN

C:LEFT GREEN/RIGHT YELLOW

D:LEFT RED/RIGHT GREEN

E:LEFT GREEN/RIGHT RED

F:LEFT YELLOW/RIGHT YELLOW

G:LEFT GREEN/RIGHT GREEN

A:W/O LED


