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HSF @ R(gilS NOTE:

1. Housing:PBT OR PPO OR RC

2. Contact :Phosphor Bronze With Silver Plating
Option:Phosphor Bronze With Nickel Plating or
Beryllium Copper With Silver Plating

3.Voltage Rating:250VDC

@3. 81x7=26. 67 5.8 4. Cable Sizes:Solder Copper up to 0.4mm-0.8mm
o L 'ﬂ in Dia Insulation
- } } Insulation:
= | | ~ PE or PVC Insulation Wire(100% PE/Foom Skin,
T 1|7 Sl | Filled/unfilled)
T T -1 T;UJJ[U 5. Insulation Resistance:500VDC, Voltage Appued
PP PPV E— o1 5000MEGOHMS MIN
s *HTQ__&T; 6. Contact Resistance :10 Miniohms Max
‘|u;| 7.Dielectric Strength:AC 2000Vrms
- 8. Operating Temperrature:—20° TO +125° C AND
Humldity up to 95%.
Ordering Code:
RJIDC - A - A- 006
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' #1. 10 ! ! (1) Series:Krone IDC (3) A:NO Printing
‘ @3. 81%7=26.67 _ j\, S = B:Printing Brown
‘ @7. 62%3=22. 86 ‘ ~—G— i G- 2, @ A:Tin PLATE C:Silver Green, Red Blue
SIS S S Sy TS 61407 ? | & s Plated C:Printing Black
(RS TRS TR TRS RS TRS TRSIRS T o ‘ Q7. 62%3=29. 86 | o Red, Green Yellow
- o 15. 94 o - ‘ ‘ (4) Serial Number:006
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