
    2.16mm CENTRONIC SOLDER CONNECTOR

FEMALE PANEL MOUNT W/O FRONT LATCH TYPE

WITH FRONT LATCH OR NOT:

W:WITH FRONT LATCH

O:WITHOUT FRONT LATCH

57CC-FXXXX01

57CC-FXXXX01

CONTACT TYPE:

F:FEMALE

M:MALE

57CC - F -  X - X - X - X - 01

Ordering Code:

21 3 4
5

NO.OF CONTACT:

14 24 36 50

INSULATOR COLOR:

B:BLUE

K:BLACK

W:WHITE

CONTACT PLATING:

A: GOLD FLASH

S: SELECTIVE GOLD PLATED 3U"

SA: SELECTIVE GOLD PLATED 5U"

SB: SELECTIVE GOLD PLATED 10U"

SC: SELECTIVE GOLD PLATED 15U"

SD: SELECTIVE GOLD PLATED 30U"
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Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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3rd ANGLE PROJECTION

RoHSHSF

ANTENK ELECTRONICS CO,.LTD
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Material & Finish

1.SHELL:

Steel Zinc Plated,Tin Plated or Nickel Plated

Steel

2.PIN CONTACT:Phosphor Bronze or Brass Gold

Plated

3.INSULATOR:

PBT & Glass-Fibre Reinforced UL 94-V0

Current Rating:5A

Dielectric Withstanding Voltage:1000V for one minute

Insulation Resistance:1000MΩ Min.(at 500V DC)
Contact Resistance:25mΩ Max.
Temperature:-55°C to +105°C
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