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SPECIFICATIONS:

1. Materials:
1.1 Hood:Plastic Thermoplastic

PBT UL94V-0

Latch & Hood:Plastic

Thermoplastic PBT UL94V-0

Latch:Strainless Steel

Jack Screw. Steel Nickel

Plated Over Copper

Hex Nuts:Steel Nickel

Plated Over Copper

Cable Clipper:Steel Nickel

Plated Over Copper

Screw Steel Nickel

Plated Over Copper

Ordering Code:

HPPCS02 — 26 —

O ®

C) Series No

Contact NO.:
26=26P

(3) Options:
[=Latch Bracket
S=Screw Bracket

ES=Bei ge
@ Entry Hole Sizes:
09=¢9.0 11=¢11.0
@ Threads Finishes:
1=Jackscrews #2-56
2=Jackscrews #4-40
3=Jackscrews M2. 6

Unless Otherwise specified tolerance

X. £0. 35
X.X:£0.25 X. XXX:40.15

X. XX: £0. 20

SCALE:

UNIT:

® ANTENK ELECTRONICS CO, . LTD

ntenk Http://www. antenk. com

E-mail:sales@antenk. com

As Shown

mm

DRAW
Wu Feng Rong

DATE

: TITLE: 1. 27mm Series 26P Hood Straight Exit Split
28/10/2019

CHECK
Bob Yang

DATE With Solder Connector Molded Ribbon Type

28/10/2019

REV

DESCRIPTION
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3rd ANGLE PROJECTION

DRAWING NO:HPPCSO2CNS-26XXX

PRODUCT NO:HPPCSO2CNS-26XXX
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