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' Current Rating: 3 Amp
R VanVan VRV Ve Ve I Insulation Resistance: 1000M ohms min
1 Efﬁ Contact Resistance: 20M ohms max
3.00 5.34 Dielectric Withstanding: AC500V
olalaglalglalalalm Ef‘i Operating Temperature: -65° C to +125° C
VANEEVANEE ANEYANYANVAN ! Contact Material: Brass
Insulator Material: PA9T, UL 94V-0 Black
Ordering Code:
tae——2.20 X No. of Ways per row——=f
PHIMO1I - X - X - D - ADW - X - X - X
220 X Noof Ways per row-2.20 — — il — - -
5 00 00— © 06060 6 © O
A A A A N A oA f fa [ (1)Series No: (5) Pin Length:
1 A:0900=9. 00mm
-
(2)No. of Contacts D:0104=1. 04mm
N S 02 To 80 W:0740=7. 40mm
\ . Please mark the desired
a (3)Contact Plating: . Jength mrnh; Yy
G0:Gold flash S0:Selective _
G1:30" Gold  Sl:Selective 3u”  (© Insulator Material
G2:50” Gold  S2:Selective 5u” E:PA9T
\ I L I I I I ] 63:10u “Gold S3:Selective 10u” (1) Packing
\ I /| /| I /| /| I /| /| \2 70 G4:150” Gold S4:Selective 15u” A:Tray B:Bag
E E E % % E E E E : 3 65:30u” Gold S5:Selective 30u” T:Tube U:Tube+CAP
& SN:Tin R:Tape&Reel
2.90 L*NNAOﬂJEJ - @) Connector Type W:Tape&Reel +CAP
92.90 - D:Dual Plastic High
e - H: 2. 30mm
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L 1 Standard IE P/N :
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Optional As Shown mn
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