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2.54mm EDGE Slot SMT Straddle Mount Connectors

ECM-XBHS0XB01

SPECIFICATION
1.CURRENT RATING:3AMP
2.DIELECTRIC WITHSTANDING VOLTAGE:1000V AC RMS 60Hz.
1MIN
3.CONTACT RESISTANCE:20 MILLIOHMS MAX
4.INSULATION RESISTANCE:5000 MEGOHMS MIN.At 500V DC
5.OPERATION TEMPERATURE:-55°C  TO +85°C
6.INSERTION FORCE:0.4Kgf MAX.Per Pair
  Withdrawal Force:0.25Kgf  MAX.Per Pair

  Insulator:PBT (UL94V-0)
CONTACT:BRASS OR PHOSHHOR BRONZE GOLG PLATED ON
        CONTACT AREA
        TIN PLATED ON SOLDER TAILS,OVER NICKEL
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Order code:

Number of Pins:X
FOR Example:128=128P

H :H=7.0MM

①

②

③

① ② ③

ECM - X - B - H - S0 - X - B - 01

Packing
A:Tray
B:Bag
T:Tube
U:Tube+CAP
R:Tape&Reel
W:Tape&Reel+CAP

④

Pitch:B:2.54MM

④

⑥

⑤ ⑥

⑦

Product NO.:01

Plastic Materials:
P:PBT
L:LCP

SERIES NO:ECM

 ⑧

 ⑧

ECM-XBHS0XB01

⑦

Recommended P.C.B.Layout Recommended CARD Layout

Contact Plating

GO:GOld flash S0: Gold flash/
G1: 3U〞Gold S1:3U〞Gold/Sn
G2: 5U〞Gold S2：5U〞Gold/Sn

G4:15U〞Gold S4：15U〞Gold/Sn
G3:10U〞Gold S3：10U〞Gold/Sn

SN:Tin
G5:30U〞Gold S5:30U〞Gold/Sn

⑤

1

Revise Contact Plating 07/13/20221

Sn
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