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NOTES:
1.0 ELECTRICAL CHARACTERISTICS:
1.1 CURRENT RATING: 2.5 AMPERES.
1.2 DIELECTRIC WITHSTANDING VOLGAGE:AC 1000V MIN.
1.3 INSULATION RESISTANCE: 1000 MEGOHMS MIN.

|
‘ AT 500V DC FOR 1 MINUTE.

i 3D VIEW 1.4 Contact Resistance:30MQMaximum

| .5 Operation Temperature: -55° C To +100° C

I
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2.1 INSULATOR:LCP+30%G. F. UL 94V-ORATED.
2.2 CONTACT:BRASS

2.3 CONTACT FINISH:1SELECTIVE GOLD FINISHED
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3.10£0.10 | | 1-0.35 (@ Series No: (® Contact NO. :
21.5040. 15 UCN 4-40 26=26P
@ Contact Type:
@ Contact Plating:
M:Male S0: Gold Flash Selective Plating
8 I ‘ - 0.61%0. 15 S2: 5u” Gold Selective Plating
“ ‘ 2o 7 S4: 15u” Gold Selective Plating
- | A i g S5: 30u” Gold Selective Plating
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=l A = A }
I 07o|o p ojoto e Qx\% - = - 1 | HOUSING LCP UL 94V-0, WHITE 1
- ! ! ! 8 21.500. 10 = 2 | COVER LCP UL 94V-0, WHITE 1
2.00  j-—— ©
A SECTION A-A RECOMMENDED P. C. B. LAYOUT 3| SHELL SPCC-3,Ni/Cu Sum min/2um min 1
+ | contact C5191R,Ni(50u”), SN(100u”), Au(G /F ") %
t=0.25mm
5 | FORK C26B0R Ni(50u”),SN(100u”),7=0.30 2
6 | NUT H62 Ni(50u”) 2
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