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NOTES::
1.0 ELECTRICAL CHARACTERISTICS:
.1 CURRENT RATING: 2.5 AMPERES.
.2 DIELECTRIC WITHSTANDING VOLGAGE:AC 1000V MIN.
.3 INSULATION RESISTANCE:1000 MEGOHMS MIN.
AT 500V DC FOR 1 MINUTE.
.4 Contact Resistance:30M QMaximum
.5 Operation Temperature: —55 °C To +100° C
.1 INSULATOR:LCP+30%G. F. UL 94V-ORATED.
.2 CONTACT :BRASS
.3 CONTACT FINISH:1SELECTIVE GOLD FINISHED
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Ordering Code:

! VHDCIRIOO*A*Sﬁ*i*Xﬁ*E
3D VIEW ® @ @ @ @ @
@ Series No:
26.60+0. 15 @ Connector Type:
21,500, 10 21.25 A:52P Female(Top) to 52P Female(Bottom)

M DEEP6. 5 M2. 00MM PITCH1. 00%0. 10)

@ Bracket Finishes:
S:Screw Bracket

wl o i ) @ Threaded Finishes:
sz — ) = 4:threaded insert M2.0
H H ! W = b ® Contact Plating
; o N A % 2 S0: Gold Flash Selective Plating
I © - S2: 5u” Gold Selective Plating
— N " T, S4: 15u” Gold Selective Plating
H H M " H u u u H H S5: 30u” Gold Selective Plating
J 0.34+0.05 ® Shell Mounting Options:
3.1040.05 T4.80+0. 10 i 1=0.35 || N:with nuts M2.0 threaded
21.50£0. 15 _—
| < L
+ N
5 e |
~ | | ITEM NAME MATERIAL QTY
. 1| HOUSING LCP UL 94V—0, WHITE i PN
£ TS0 0 T D O T /
< 2 | COVER 1 LCP UL 94V-0, WHITE ]
s \ ﬁ | ﬁ \ 3| SHELL SPCC—3,Ni/Cu 5um min/2um min i
S i 4+ | contact C5191R,Ni(50u”), SN(100u”), Au(G/F") 5
s 2 i i t=0.25mm
S i“‘ l o110 | 3.10 5 | FORK C2680R,Ni(50u™),SN(100u”),T7=0.30 4
2.00£0. 05 6 |NUT H62, Ni(50u”) 4
7 | COVER 2 LCP UL 94V-0, WHITE 2
Unless Otherwise specified tolerance ® ANTENK ELECTRONTCS CO, “LTD
X. £0.35 X. XX: £0. 20 .
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