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Material:
Emm @ W&m 09pin | 15pin | 25pin | 37pin Housing: Temperature Thermoplastics, PBT+G.F UL 94V-0
A 11633124 66 | 38 38| 54. 84 Contact: Brass or Bronze
C 130.80 | 39.10 53.00| 69. 30 Electical Characteristics:
Current Rating: 5HA
Cx0.25 Contact Resistance: 20 milliohms Max
B+0.15 Withstanding Voltage: 500V AC For 1 Minute
AL0 20 Insulation Resistance: 1000 Megohms Min
— Operating Temperature:: —-55° C to +105° C
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ual Row Strai .
Xﬂy QO @@@@« \@ @@ }4\\ m\uv & 1D ®@Contact Type: X @mﬁmwmoamugcm
ﬁ& @@@@@@ @@ @ © _H &~ F:Female B:Black G:Grey
\ @ooimﬂ NO. . @ Contact Plating
\_ I J 09=09pin 15=1bpin S: Selective Gold
I 25=2bpin 37=37pin S1:Selective 3u” Gold
o @Mounting Option: S2:Selective 5u” Gold
7 . A: No accessories S3:Selective 10u” Gold
—— \. \. e Ly ” B: Rear Rivet S4:Selective 15u” Gold
. W C: Front Rivet S5:Selective30u” Gold
> I 3 b D: Groudstand—off on real shell GO: Gold flash
e \. \. “ N : “ E: Front rivet+Groundstand-off Gl: wcH Gold over
;o on real shell G2: m:\\ Gold over
—— i ————— ! ®Accessories: G3: Hoc\\ Gold over
W _\ | Py 0:Non Accessories G4: Hmc\\ Gold over
o¢) A: Zinc alloy 4.8mm Nickel G5: 30u” Gold over
\ | A».. Al:Zinc alloy 5.8mm Nickel
B: Iron 4.8mm Nickel
|.v_ _ATH_wmm Bl:Iron 5.8mm Nickel
C: Copper alloy 4.8mm Nickel
Cl:Copper alloy 5.8mm Nickel
D: Copper screw 4.8mm Nickel
% H % ~ D1:Copper screw 5.8mm Nickel
1 caym cwo,w n?m ﬂcmo @ ANTENK ELECTRONICS CO, . LTD
ﬁ.mt XX40.25 X AN £0.15 }ul-n- fiIld Http://www. antenk. com
A B C D E YRR TNTTS E-mail:sales@antenk. com
L R R TITLE: p-SUB PCB Female Dual Row Straight]
Lv Xun Hua 09/03/2019 )
CIECK DATE Type (stamped Pin)
BobYang 09/03/2019
DRAWING NO: DPO1-FXXXXX
REV DESCRIPTION DATE B e ——— PRODUCT NO: DPO1-FXXXXX

1 2 _ 3 4 5 _ 6 7 8




