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SPECIFICATIONS:

Current Rating: 1Amp

Insulation Resistance: 1000M ohms min
* Contact Resistance: 20M ohms max
Ip} Dielectric Withstanding: AC500V
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* Contact Material: Brass

Insulator Material: PA6T, UL94V-0, Black

Ordering Code:

<127 X Noof Ways per row— —= A\
y= P fe PHCSOS - X- X- S- ACB- X- X-X
127 X No.of Ways per row-127 N © ® ® ® 6 ©® 06
I (®Series No: &) Pin Length:
Tl27 = ~—=—PIN0.46SQ > A: 03003, 00mm
a I ®No. of Contacts: m %&uﬁwmﬁ
o nw 01 To 50 ﬁﬁ&o;;
< e ® Contact Plating: ® Insulator Material:
T G0:Gold flash S0:Selective B:PA6T
« G1:3U" Gold Sl:Selective 3u” C:LCP
G2:5u” Gold S2:Selective 5u” E:PA9T
# G3:10u "Gold S3:Selective 10u” .
< G4:15u" Gold S4:Selective 15u” D Packing:
- - - T T - 3 G5:30u” Gold S5:Selective 30u”  A:Tray
« Fﬁ SN:Tin wwwm
@ Connector Type: : uve
U LA LA A LAl . v, v, A . A\ LA r W, ! m"m“m.g“_.m —._..—._.—WQ%
< R:Tape&Reel
od W:Tape&Reel +CAP
A ® Plastic High:

/C\HL:1.0mm H1:1.5mm
H2:1.7mm H2:2. Omm

il

JoTourguuyro

4 /B\H3:2. 5m
{127} o
O000000F000O0 S
PHCS05-10-G0—S—0300-0340-0240-B-B-H
P.C.B LAYOUT G T - pra—
3.0 | 3.4 | 2.4 LX:40.25 X XIX: +0. 16 b:#ﬂ-:- :ﬁu."\\aaa. antenk. com
: INIT: E-mail:sales@antenk. com
Optional As Shown -
£\ ADD two plastic high 2018/08/23 |™V mwe | Minor/eors | T 1.27mm Pin Header Double Plastic
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