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SPECIFICATION
Current Rating: 1. OAmp
Insulation Resistance: 1000MQ min
2. 54#No. of Positions+4. 7+0. 25 Contact Resistance: 204Q max
2. 54#No. of Positions+0. 930. 20 o Vithstand Voltage: 500V AC/DC
2. 54#No. of Contacts/2-2. 54+0. 15 5 Operating Temperature: 40" C to +105° C
9.5 = Contact Material: Phosphor Bronze
i ‘Lo- A o Contact Plating: Au Over Ni
[ @ @ @ @ @ @ @ @ @ @ @ @ @ E@ @ N7 — f Insulator Material: PBT+30%F UL 94V-0
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Ordering Code:
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( ‘ W W 8? : I |=| I I |=| I (®Series No: (@ Color Insulator
A R (@ No. of Contacts B:Black
U M M 06P 08P 10P G:Grey
L. 97010 [ TYPEL 12P 14P 16P (® Packing
227010 ¥ITH BUNP W/0 BUMP 18P 20p 22P A:Tray
1. 27#No. of Contacts-1.270. 15 4,40 21P 26 30P B:Bag
—|>'—|<+ 34P 36P 4°P C:Tube
£ 50p 60P D:Tape Reel
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TS &: Cold flash S0: Gold flasb/Mlp; yithout strain relief
€2: 5u” Gold S§2: 5u” GoldMi () Option:
I G3: 10u” Gold S3: 10u” Gold/Ni A: TYPEl W/0 BUMP
6.0 64: 160" Gold S4: 16u” Gold/Ni B: TYPE2 WITH BUMP
5: 30u” Cold S5: 30u” Cold/Ni
— 1§ SN: Tin
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