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SPECIFICATIONS

e Current Rating: 7A, AC,DC

» Withstanding Voltage: 500V AC/minute
* Insulation Resistance:1000MQ min

* Temperature Range: —40C-+105C

S * Contact Resistance: 20mQ max
S
WAFER
DIM A e Part NO: AW3961V-NP-01
3.96%(PIN No. 1) +0. 35 * Poles: 02-14P
* Housing Material: PA9T UL94V-0
* Pin Material :Copper Alloy
e Contact Area Plating:Tin-plated
S PIN NO. | DIM A | DIM B I;Wéoc
. S e 02p 3.96 10. 10 .
2 = = B 03| 7.92 | 14.06 [ 12.56
- 4P | 11.88 | 18.02 | 16.52
05P | 15.84 | 21.98 [ 20.48
06P [19.80 | 25.94 | 24.44
07P 23.76 29.90 28.40
ol.10 08P | 27.72 | 33.86 | 32.36
‘ ‘ Wy 3.40+0. 10 09P | 31.68 | 37.82 | 36.32
1.50 ‘ " 3.96+0. 10 SQ1. 14£0. 10 PWV 10P 35.64 | 41.78 | 40.28
DIM A | Ordering Code:AW3961V-NP-W-01
3.96 TYP. /Yy@
wv AN AN AN AN A
NN N YN Y Y ALY
TOLERANCE: 0. 05, . .
RECOMMENDED PCB LAYOUT 3. 96MM Pitch ~ PIN NO. : Wv:180° TYPE NO. :01
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