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  SPECIFICATIONS:

1.Electronical Characteristics:

 1.1 Voltage Rating:125 VAC RMS

 1.2 Current Rating:1.5A

 1.3 Contact Resistance:45 Milliohms Maximum

 1.4 Insulation Resistance:1000 Megohms Min&500 VDC

 1.5 Dielectric Strength:1000 VAC RMS 60HZ.1MIN.

2.Mechanical Characteristics:

 2.1 Operating Life:750 Cycles Minimum

 2.2 PCB Retention Pre-solder:1 LBS Minimum

 2.3 PCB Retention Post-solder:10 LBS Minimum

3.Material & Plating

 3.1 Housing Material:PBT+30%G/F UL94V-0

 3.2 Contact Material:Phosphor Bronze,T=0.35mm

 3.3 Plating:Gold Plating Over Nickel

4.Environmental:

 4.1 Storage:-40°To +85°

 4.2 Operation:-40°To +85°

 4.3 Wave Soldering Temperature:230°To 250°

                                (3-5 Seconds)
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Standard LED color

LED Specification

Green

Yellow

568nm

585nm

20mA

20mA

1.8-2.8V

1.8-2.8V

LED Wavelength Foward(A) Foward(V)

12 11

7 5 3 1

8 6 4 2

 Material :

 Housing:PBT, UL94V-0,Black

 Terminal:Phosphor bronze ∅=0.46mm,G/FU" gold plating
 Shield:C2680,T=0.20MM,20min nickel plating on all area

 Machanical:

 Durability:750 cycles min,12.5mm/minute

 Insertion force:2.2kg.f max

 Retention strength:7.7kg .F between jack and plug

 Operating temperature:-40°C to +85°C

 Storage Temperature: -40°C to +85°C

 All critical dimensions with "*"

Electronical :

Voltage:125 volts AC

Current Rating:1.5AMP

Dielectric strength:1000V AC RMS 50HZ OR 60HZ,1 MIN

Insulation resistance:500 mega ohms min. initial after

                      500v DC  for 1 minute

Contact resistance:single terminal 30 milliohms max

                      initial 50 milliohms max after

                         durability test
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