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Shell Material:

B:Brass   I:Iron

S:stainless steel

Packing

A:Tray

B:Bag

C:Tube

D:Tape  ＆ Reel

Contact Material:

B:Brass

P:phosphor copper

Insulator Material:

P:PBT+30%GF

L:LCP

Series No:

1

MUFM18 - X - L - X - GO - D

Ordering Code:

Contact Plating

G0: Gold flash

G1:  3u" Gold

G2:  5u" Gold

G3: 10u" Gold

G4: 15u" Gold

G5: 30u" Gold
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MUFM18-XLXG0D
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NOTES:

1.MECHANICAL:

   MATING FORCE: 35N MAX

   UNMATING FORCE: 10N min initial 8~20N

           after 10000 cycles

   DURABILITY:5000 cycles min

2.ELECTRICAL:

   CURRENT:1.0A

   VOLTAGE:30V MAX

   WITHSTANDING VOLTAGE:100V AC

   CONTACT RESISTANCE:30mΩ max initial 10mΩ

         max after 10000 cycles

3.ENVIRONMENTAL:

    Operating temperature range -30℃~+80℃

4.SALT SPRAY:24H at 35%DC with

     5%-salt-solution concentration

Micro usb2.0 B Female,SMT, Dip 7. 20*4.85mm with flange
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