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SPECIFICATION
Current Rating: 1. OAmp
Insulation Resistance: 1000MQ min
— Contact Resistance: 20MQ max
@@@@@@@@@@@@@@@@@@@@I Withstand Voltage: 500V AC/DC
ONDDODDDoDO0DDODLDLDET O o O/ Operating Temperature: -40° C to +105° C
9. 00+010 e Contact Material: Phosphor Bronze
+ 7010 3.00 Contact Plating: Au Over Ni
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(3)Contast. Plating A: With strain relief
€0: Gold flash 50: Gold flash/Ni B: without strain relief
Gl: % Gold 51: %u” Gold/Ni X
G2 G Gold S2: G’ Gold® (7 Bump Option:
= 63: 100" Gold S53: 10u” Gold/Mi A: TYPE 1,¥/0 BUMP
’-E‘ ,B-‘ . ©4: 160" Gold 54 16u” Gold/Ni .
5 | | ©6: 30u” Gold SG: 30u” Gold/Mi B: TYPE 2,VITH BUMP
ﬂ. og SN: Tin
. 2.00*No.of Positions+4.20
m";.io.as MT:(-imm ® G 00,. LD
L140.25 LI 2016 ntenks Http://ww. antenk. con
SCALE: NT: E-mail:sales@antenk. com
Ag Shown
e g ¥ Moy | T
CHEC TE 2.00mmet S-Type IDC Sock
08/03/2017
@ EI DRAVING N0:  FCCS01-X000O(X
DESCRIPTION DATE 241X PopRCTIN PRODOCT NO:  FCCS01-X0000XX
1 2 | 3 4 | 6 1 | 8




