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HSF @ R&IS SPECIFICATTONS:
Current Rating: 0. 75Amp
Insulation Resistance: 1000M ohms min
Contact Resistance: 20M ohms max
Dielectric Withstanding: AC500V
T Operating Temperature: -65° C to +125° C
™~ Contact Material: Brass
D= ( D= ( E Insulator Material: PA6T, UL94V-0, Color:Black
3 Ordering Code:
PHBROI -~ X - X = S -ADB- X~ X~ X
1880 X No.of Ways per rew (DSeries No: (G)Pin Length:
_ A:0180=1. 80mm
+0G X No.of JuiEleEy row—1 (@DNo. of Contacts: D:0050=0. 50mm
<—“I—1.00 PINO.3SQ 01 To 50 B:0180=1. 80mm
. PI k the desired length
A " T @ Contact Plating: Please mark he desod lng
© GO:Gold flash SO:Selective ® Insulator Material:
g G1:3U0” Gold Sl:Selective 3u” B:PA6T
n ‘ G2:5u” Gold S2:Selective 5u” C:LCP
S G3:10u “Gold S3:Selective 10u”  E:PA9T
¢ = G4:15u” Gold Sd:Selective 150" (@)packing:
N G5:30u” Gold Sh5:Selective 30u” ~ p:Tray
I SN:Tin B:Bag
(1)Connector Type: T:Tube
JEEHBEEEEE 7 S
R:Tape&Reel
W:Tape&Reel +CAP
B1.8— (® Plastic High:
H1:1.Omm
—>|-1,00-|<— ?0.50 H2:1. 5mm
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Optional As Shown ) mm
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