
ELECTRICAL:
1.Voltage Rating :125 VAC  RMS
2.Current Rating :1.5 AMP
3.Contact Resistance:20MΩ MAX
4.Insulation Resistance:1000MΩ MIN at 500V DC
5.Dielectaic Strength :1000V AC or 1500V DCRMS at
          0.5 MA 50hz/60Hz for 1 minute
Mechanical:
1.Housing&Insert&Material: LCP ;SEE Table
2.Contact Material :Phosphor Bronze T=0.35mm
3.Plating:Gold Plating at contact area,matte tin at tall
         100u min nickel 30u min over all

4.Shield :Brass T=0.2MM Plated nickel 30u min
5.Operating life :750 cycles min
6.Mating/Unmating force:30N/3.06KGF MAX
7.Retention Strength :50N MIN for 60s±5s
Environmental:
1.Storage:-40℃ to +85℃ relative Humidty<80%
2.Guarantee Period:12 months
3.Operation:-40℃ to +85℃
4.Salt Water Spray:8H
Wave soldering temperature :260±5℃ 5~10 seconds
mates with modular plug conforming to FCC  part 68 subpart F
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SERIES NO:

NUMBER  OF POSITIONS
(8P,6P,4P)

NUMBER  OF CONTACTS
(8C,6C,4C)

①
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④ Contact PIating
GO:Gold flash
G1: 3U〞Gold
G2: 5U〞Gold

G4:15U〞Gold
G3:10U  Gold

SN:Tin
G5:30U〞Gold

⑤Shield
B:Half Shield
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Unless Otherwise specified tolerance

X.±0.35
X.X:±0.25

X.XX:±0.20
X.XXX:±0.15

SCALE: UNIT:

TITLE:

DRAWING NO:

PRODUCT NO:DATEDESCRIPTIONREV

DRAW

CHECK
Wu Feng rong

BobYang

DATE
22/03/2018

DATE
22/03/2018

As Shown mm

3rd ANGLE PROJECTION

Pb RoHSHSF

ANTENK ELECTRONICS CO,.LTD
Http://www.antenk.com
E-mail:sales@antenk.com

R

ATRJ5828-6P4C-X-B
ATRJ5828-6P4C-X-B

RJ11 Side Entry PCB Jack SMT  Half  Shield


