* Contact Plating:Au or Sn Over Ni
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SPECIFICATIONS

B10.05 - Voltage Rating: 50V AC/DC

A+0.20 e Current Rating: 1.0A, AC/DC

~—6.80— e Withstanding Voltage: 800V AC/DC
* Insulation Resistance:1000MQ min
4 f;  Temperature range: —25°C—+85°C
1 H@H@H&H&H@H&H&H&H&Hﬁ %{ * Contact Material:Brass
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Recommended P.C.B Layout(Top Side)
(PCB BOARD TOLERANCE+0.05)

» Insulator Material:PBT(W/0 G.F)

Dimensinal & Ordering Information

- ) Dimension Q"(y
ircuit Part No.
A B ¢ | /Bag
02 AW2014S-102 2.0 | 5.0 | 80/ 1,000
03 AR 03 4.0 | 7.0 | 10.0] 1,000
04 AW2014S-104 6.0 | 9.0 | 12.0] 500
05 AW20145-105 8.0 | 11.0 | 14.0] 500
06 AW2014S-106 10.0 | 13.0 | 16.0| 400
07 AW2014S-107 12.0 | 15.0 | 18.0| 400
08 AW20145-108 14.0 | 17.0 | 20.0| 400
09 AW2014S-109 16.0 | 19.0 | 22.0| 250
10 AW2014S-110 18.0 | 21.0 | 24.0| 250
11 AW2014S-111 20.0 | 23.0 | 26.0| 250
12 AW20145-112 22.0| 25.0 | 28.0| 250
13 AW2014S-113 24.0 | 27.0 | 30.0| 200
14 AW2014S-114 26.0 | 29.0 | 32.0| 200
15 AW2014S-115 28.0 | 31.0 | 34.0| 200
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