1 3 1 6 7 8
5,15:025 15 THAX. o
MATERTAL:
Ia) 1. HOUSING MATERIAL:GLASS FILLED POYESTER UL94V-0.
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2. CONTACT MATERIAL:PHOSPHOR BRONZE t=0. 3mm
3. PLATING: SELECTING GOLD PLATING 1 u ~50 u “OVER
NICKEL IN CONTACT AREA.150 1" TIN

2. CURRENT RATING:1. 5AMP
3. CONTACT RESISTANCE:30MILLIOHMS MAX
4. INSULATION RESISTANCE 500MEGOHMS MIN @500V DC

261 PLATIN. OVER NICKEL TN SOLDER ARFA
4. SHTELD: 0. 2nnTHICKNESS COPPER WITH NICKEL PLATEI ELECTRICAL
l 1. VOLTAGE RATING: 125VAC RMS

9144 356 5. DIELECTRIC WITHSTANDING RESISTANCE
1000V AC RMS 50Hz. IMIN
326 81 MECHANICAL
1. DURRABILITY: 750 CYCLES MIN
2.PCB RETENTTON PRB-SOLDER:1 LB MIN REVIRONMENTAL
1. STORAGE: ~40° C TO 85° C
2. OPERATION:0° C TO 70° C
Order code:
ATRJ5622 — 8 -8 - X -C-E -C
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(D SERIES NO:
() NUMBER OF POSITIONS (10P, 8P, 6P, 4P)
(3 NUMBER OF CONTACTS (10C, 8C, 6C, 4C)
@ Contact Plating p
_ t
RS 60:601d flash @A?{XTP G:2X1P
72-60.89 15,75 Gl: 3U" Gold B:1X2P H:2X2P
-01. G2: 5U” Gold C:1X4P 1:2X3P
L-918 G3:10U0” Gold D:1X5P  J:2X4P
eeeO ooee O 64:150” Gold E:1X6P K:2X6P
°0ec° 2o G5:30U” Gold F:1X8P L:2X8P
- ! SN:Tin @ LED STYLE:
= o000 | oo Shield A:W/0 LED
Al eqee | | T 9 ® ohie B:LEFT YELLOW/RIGHT GREEN
- ‘ A:W/0 Shield C:LEFT GREEN/RIGHT YELLOW
[ bl Shicld b e
L35 — C:Shield W/Eml F:LEFT YELLOW/RIGHT YELLOW
9144 j D:Shield W/0 Eml G:LEFT GREEN/RIGHT GREEN
95
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DRAW . DATE TITLE: RJ45 Jack side entry, Full
b e D3 a0 shielded with LED, with EMI 1X6P
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