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(1)Type of product code

(2)Number of contanct ports

(3)Product dimension definition

8 RJ45 SMD TYPE

(4)Plating product definition

(5)Series number: 005
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Suggested PCB Layout(Component Side View)

Feature:

1.Complied With IEEE Standards and All 10/100 Ethernet

  Apecifications including 350uH With 8mA DC Bias

2.Intergrated Mag-modular Design Provides Higher

  Reliability and Conserves Minimizing PCB space

3.Housing:Thermoplastic LCP UL94V-0 Rated

4.Contact:Phosphor Bronze C5191,Thickness=0.30mm Plated

  Nickel 50U"MIN,gold plated on content area 6U"Min

5.Input Terminal:Phosphor Bronze C5191,T=0.25mm

  Fininsh:120U"min Tin over 50U"min Nickel

6.Metal Shielding:Copper alloy with Nickel plated

(C2680) Thickness=0.20mm NI 30U"min

7.Different Color of LED Option Available

8.Operating Temperature:-40 C to +85 C
9.Resistance to Solding Heat:255°C For 5 Seconds

 and Only For Reflow Solding Process.
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ELECTRICAL SPECIFICATIONS:(25°C)

1.Turns ration:TX & Rx=1:1±0.3%

2.Insertion Loss:

                @1~65MHz:-1.0dB Max

3.Return Loss:

                @1~10MHz:-20dB Min

                @30MHz:-16dB Min

                @60-80MHz:-12dB Min

4.Common Mode Rejection:

                @1~50MHz:-30dB Min

                @5~130MHz:-20dB Min

5.Crosstalk:

                @30~60MHz:-35dB Min

                @60~100MHz:-30dB Min

6.OCL:@100KHz:0.1V

                8mADC:350H Min

7.Hi-Pot:2250VDC,1mA,60sec
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