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SPECIFICATION
A Current Rating: 1.5 Amp
Insulation Resistance: 1000M ohms min
= =( = = = = =( = Contact Resistance: 20M ohms max
Dielectric Withstanding: AC500V
Operating Temperature: -65°C to +125°C
Contact Material: Brass
| 200 X No.of Ways per row Insulator Material: PAGT,UL 94V-0 Black
l«—2.00 X No.of Ways per row-2.00 Ordering Code:
PHDS01 - X- X-S- AB- X-X- X
———8.00# PINO.S0SQ = —_ = = = = = =
[\ M [ [ y [ [\ [\ [ | @ @ @ @ @ @ @
B (D Series No: (®) Insulator Material
A:PBT
v @N0.0f Contacts B:PA6T
S 01 To 40 C:LCP
L2 (® Contact Plating: D:PA46
G0:Gold flash S0:Selective E:PAST
. G1:3U" Gold S1:Selective 3u" (@ Packing:
G2:5u" Gold S2:Selective 5u" A:Tray
# G3:10u "Gold S3:Selective 10u" B:Bag
iy G4:15u" Gold S4:Selective 15u"  T:Tube
E G5:30u" Gold S5:Selective 30u" U:Tube+CAP
i i i 1 | | < SN:Tin R:Tape&Reel
| (@) Connector Type W:Tape&Reel+CAP
C f f S:Single Plastic High
o (®Pin Length: H1:1.5mm
g A:0600=6.00mm H2:2.0mm
B:0280=2.80mm
/ l Please mark the desired length in the A/B
— —203—=— o Standard TE P/N
O O O O /®,/¢QO O O andard T8 P/N : PHDSO1-10-G0-S-0600-0280-B-B-H1
Unless Otherwise specified tolerance A 1 N pun
PCB LAYOUT A | B o I, @® ANTENK ELECTRONICS €0, . LTD
6.0 [2.8 Fii0m X XNX: £0.15 ntenk Http://www. antenk. com
D SOALE: TNTT E-mail:sales@antenk. com
Optional As Shown mm
DRAW DATE TITLE:
YG_ZHONG 01/05/2016 2.00mm Pin Header Straight Type SingleRow
CHECK DATE
BobYang 01/05/2016
Increase packing method and material 2016/10/25 @_5 DRAVING NO: PHDS01-XXS-0660-0308-XXX
REV DESCRIPTION DATE 3rd AGLE PROJECTION PRODUCT NO: PHDS01-XXS-0660-0308-XXX
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