
Order Code:

SERIES NO:

NUMBER  OF POSITIONS(8P,6P,4P)

NUMBER  OF CONTACTS (8C,6C,4C)

①

②

③

④ Contact Plating

GO:Gold flash

G1: 3U〞Gold

G2: 5U〞Gold

G4:15U〞Gold

G3:10U〞Gold

SN:Tin

G5:30U〞Gold

⑤ Shield

A:W/0 Shield

B:Half Shield

ATRJ5831 - 6P - 6C - X - A - X

① ② ③ ④ ⑤

C:Shield W/Eml

D:Shield W/O Eml

⑥

packing:

A: Tray packing

R: Tape & Reel

⑥

MATERIAL:

   1.HOUSING MATERIAL  :THERMOPLASTIC UL94V-0.

   2.CONTACT MATERIAL  :SELECTIVE GOLD PLATING

   3.TERMINAL:0.35MM THICKNESS COPPER ALLOY PLATED

     WITH GOLD AND TIN IN SOLDER ALLOY

   4.FORK:ALLOY,NICKEL PLATING

ELECTRICAL CHARACTERISTICS:

   1.CURRENT PATING     :1.5 AMP

   2.CONTACT RESISTANCE  :50 MILLIOHMS MAX

   3.INSULATION   RESISTANCE:500 MEGOHMS MIN @ 500V DC.

   4.DIELECTRIC WITHSTANDING RESISTANCE: 1000VAC 1MIN

D D

1 2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

Unless Otherwise specified tolerance

X.±0.35

X.X:±0.25

X.XX:±0.20

X.XXX:±0.15
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3rd ANGLE PROJECTION
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ANTENK ELECTRONICS CO,.LTD

Http://www.antenk.com

E-mail:sales@antenk.com
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ATRJ5831-6P6C-X-A-X

ATRJ5831-6P6C-X-A-X

RJ11 SIDE ENTRY SMT PCB JACK
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RECOMMENDED PCB LAYOUT TOP VIEW

PCB THICKNESS:1.60±0.05MM

TOLERANCE:±0.05MM

Terminal

Fork

Housing

1 6

1 6

PCB EDGE

1 6


