
NOTE:

1. Material:

  Houising:HTNFR52G30NH OR HTNFR52G30BL

  POLYESTER UL94 V-0 MIXED GLASS FIBER

  STANDARD COLOR-BLACK

  Contact:T=0.35MM Phosphor Bronze Plater With

  30U"Gold and 50U"Nickel Undrplate on all

  Area

  Shielded:0.20mm Thick Copper Alloy Plated

  With Nickel Pipe-Polycarbonate

2.Operating Temperature:-40°C To +85°C

3.Cavity Conforms To Fcc Rules And Regulations

  Part 68,Subpart F.

4.Peak Soldering Temprature is 260°C Max,10

  Seconds Max,For Wave Soldering Process

5.Unspecified Tolerance:.XX±0.25

                          X±0.30
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(1)Type of product code

(2)Number of contanct ports

(3)Product dimension definition

6:100Mbs

(4)Plating product definition

(5)Series number:018
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RJ45 1X1 PORT WITH TRANSFORMERS

 TAB DOWN W/LED EMI Ultrathin
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Transformer Electrical

1.TR:(100KHz,0.1V),Input To Output=1:1±3%

2.LX:(100KHz,100mV,8mA,DC Bias)

Transforrmer=350uH Minimum

3.DCR:Every rj pair=1.2Ω Max

4.Insertion Loss:0.3-100MHz -0.8dB MAX

                100-125MHz -1.2dB MAX

5.Return Loss: 1MHz-30MHz -20dB Min

               AT 30MHz -16dB Min

               AT 60MHz-100MHz -12dB Min

6.Cross Talk: @1-10MHz -40dB Min

              @30-60MHz -35dB Min

              @60-100MHz -30dB Min

7.Common To Common Mode Rejection:

     300KHz-100MHz -30dB Min

8.Hi-POT:Input To Output:1500V 6SEC

9.Opersting Temperature:-40 C-+85 C
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