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Ordering Code: SPECIFICATIONS:
AT2500F - 7.62 - XX - X -FGS 1.Electrical Characteristics:

I ‘ 1.1 Voltage Rating:300V AC
/“f 1.2 Currenting Rating:32A Per Way Maximum

1.3 Contact Resistance:20MQ Maximum
1.4 Withstanding Voltage:
=

[ 2500VAC (IMinute), Test Time=60SEC/1PCS

= \= . 1.5 Wire Range:8-24AWG
Pitch: Poles: Insulator color: FGS:Series number .

\}\\ 7.62:7.62mm 02: 2 Contacts  A:Green 2. Material:
03 3 .ComaCtS Eg};ik 2.1 Contact (Metal Housing):
(N+2)X7.67 24: 24 Contacts G:Gray Copper Alloy With Ni Palted
p: Oranse 2.2 Terminal Screw:
1.62 NX7.62 1.62 Steel Galvanized With Cr3+ Plated
(N-1)X7.62 2.3 Wire Guard:Copper Alloy Tin Plated
1.62 2.4 Wire Guard:Strainless Steel
— 2.5 Insulator Body (Housing) :
T Polyamide (UL94V-0)

3.Mechanical Characteristics:

—\ AJ ~ 3.1 Torquez8. Okgf. cm/M3. 5_ ] ]
@D f | @ e —— 3.2 Operating Temperature=—40° C Tp +105° C
: I 3.3 Soldering Reliability:

Test Temperature=250° C4+10° C,5 Seconds Max
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Unless Otherwise specified tolerance ®ANTENK ELECTRONICS CO, . LTD
X. £0.35 X. XX: £0. 20

X.X:+0.25 X XXX: 0. 15 ntenkls Http://www. antenk. com

SCALE: UNIT: E-mail:sales@antenk. com

As Shown mm

DRAW DATE TITLE: . .
Robin 2015/03/04 Plug-in Terminal Block

CHRCK DATE . D
BobYang 2015/03/04 W/F Pitch:7. 62

DRAVING N0 AT2500F-7. 62-XX-X-FGS

REV DESCRIPTION DATE sra IoLe projECTION PRODUCT NO: AT2500F-7. 62-XX-X-FGS
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