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Check valve type RVP Sizes61040  upto31.5MPa  upto600 L/min

LONG LI
HYDRAULIC

Features:
—Subplate connection
—Leakage-free closure in one direction

Functional description, section

The check valve type RVP has the task of, preferably Symbol
closing a flow leak free in one direction and to permit

free flow in the opposite direction. It basically comprises of

the housing(1), poppet(2) and the compression spring(3). O\/A
The stroke of the poppet(2), which is guided on its outside diameter,

is limited by a mechanical stop. The built—in compression spring(3) supports

the closing movement. Furthermore the compression spring(3) holds the
poppet(2) in the closed position even when there is no flow

through the valve.
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1.housing 2.poppet 3.spring 4.spring seat




Ordering Codes

RV P 10 / *
‘ Check valve Further details in clear text
‘ Subplate mounting =P
2i26 = No code = Mineral oil
g ~ \Y = Phospate ester
10 =10
12 =12
16 =16
20 =20 S
= 10= eries
gg _2(5) (10to 19: unchanged installation and
- connection dimensions )
40 =40
Technical data
Size 6 8 10 12 16 20 25 30 40
Operating pressure  Mpa 31.5
Cracking pressure Mpa 0.05
Fluid Mineral oil or Phospate ester
Temperature range “C -30~+80
Viscosity range mm?/s 2.8 ~500
Installation position optional
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Size C oD OE F H J K L
RVP-6 11.5 11 6.6 23 = 19 41.5 46
RVP-8 13 11 6.6 24 - 85 63.5 67
RVP-10 13.5 11 6.6 27 - 33.5 70 74
RVP-12 16 11 6.6 32 = 38 80 84
RVP-16 22.5 14 9 45 38 76 104 109
RVP-20 26 14 9 50 47.5 95 127 132
RVP-25 29 18 11 58 60 120 165 170
RVP-30 3/7.5 20 14 75 71.5 143 186 192
RVP-40 50 20 14 100 67 133.5 192 198
Size M N O B OR oS T U Weight(kg)
RVP-6 28.5 41.5 1.6 16 6 12.2 16.1 8 0.26
RVP-8 33.5 46 4.5 25.5 8 13.7 14.3 10 0.50
RVP-10 38 51 4 25.5 10 15.7 18.5 7 0.80
RVP-12 445 57.5 4 30 13 21 .8 21 7 1.10
RVP-16 54 70 11 .4 54 17 24.5 16 12 2.25
RVP-20 60 76.5 19 57 22 31.5 16 12 3.90
RVP-25 76 100 20.6 79.5 28.5 39.2 30 13 6.70
RVP-30 92 115 23.8 95 31 41 28 13 11.0
RVP-40 111 140 25.5 89 45 54 42.5 18 17.0
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