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Two Way Two Posifion( Poppef-fype) J/LONGLI

DHF08-228L Mm% Bidirectional Normally Closed — (RREZEDHF06-2268-01)

THdfEta
Descripfion of the process 1

L AR, 030f0H0YAH, 1
bupaRnn, 030f0HOKTE.

When de-energized,the valve blocks flow
in both directionals,
When energized,allowing flow from @ to | |

® and O to O : EJ@

@
fAsY T
Specifications: | Symbol: o a—
BEIHEL: 250bar VW %
Max. Working Pressure I </
T JER- i8S ! 0
Flow Max. See Performance - = = =
.ﬁ%ﬁiit k ggﬂﬂ/?WTOTQWWNV Ef-FEh4: 32 (ST 0il/40°C
nternal Leakage rops,/min IR
THPRE: 12VDCs 24VDCs T10VACs 220VAC ' Lhoroctenistic:
Operating Volt ~6.9/100
FATHBE: FA#E85% | % o580
Min Voltoge Requires  85% of normal voltage | | = /
TR 20um or better o 4.1/60
Fltration Of Qil ||%
ek T4-1 2 2.8/40 "
Type of Standard Cavity  See Page /.1.1 @ 1.4/20
R _30~+1000C THER) 1| =
Temperature Standard Buna Seals
RS Th-114/13¢/14%/16¢ I Ul O U

Standard Block Model See Page 1.9.1 B FOLW L/minCgpm)

1.1.10
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Two Way Two Posifion

(Poppef-fype)

& LONGLI

DHFO8-228L

(A FAEFDHF06-228-01)

Fwg AR Bidirectional Normally Closed
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il Solenoid Valve S —‘7

AU Function

O1/k 4G
(3/8 8G
SALL 4T
SALH 6T

AT Body Porting

2oy ¥Rk Omit for Cartridge only

BAME Sedls | [WE Voltuge | B4HA

Tk 0V Connection
Buna(Std) N 94 24yDC DL Double Leads|( %)
Al M0 TOVAT  DH Flectriol Outlett %)
Fluorocarbon V- 220 220VAC

DR Deutsch DT04-2P






