YZPST. YANGZHOU POSITIONING TECH. CO., LTD

Part Number :YZPST-DKMJ1.65-4800

TR (B4R BEREERSE CEFlH 1650VDC/4800uF)

DC-Link Capacitor (Customized products)

Fre: NHTHEIENKERF Feature: Used in DC-Link circuit
Toab5e, FEARW e No steel case, filled with polyurethane
GRS Good insulation performance
AR, BRIRPE N High reliability, small destructive
H @R T Good self-healing property
MR kG E L kAR 5 AR i A Application: Used in VVVF for Metro with permanent magnet motor

FAZ¥ Technical data

5| FH#r#E  Reference Standard 1EC61881, GB/T25121-2010

S5 Climatic Category 40/70/56

TAEIREJGE Operating Temperature Range -40°C~—+70C

fE AR L E Storage Temperature Range -45°C~+85C
e HE (UN) Rated Voltage 1650VDC
HiE R w (CN) Rated capacitance 4800uF £5%
#%[a] Between Terminals 2100VDC, 60s

My L& Voltage proof

;3% 2 6] Between Terminals and Case 5400VAC, 60s

MJFAFE tg 8 Loss factor <0.003

B ESL <100nH

SO A Trms 190A

B S [A]F Clearance 70mm

e KA HSE Max Torque of Terminals <15N.m

iy Expected lifetime >100, 000 /]NE)
KAAF Failure rate 100FIT

R~F Dimension (LXWXH) 485mm X 165mm X 275mm
Hig Weight ~26kg

GHENLE Position fEZALE any position
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YZPST. YANGZHOU POSITIONING TECH. CO., LTD

H4ME R~} Dimension:
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YZPST. YANGZHOU POSITIONING TECH. CO., LTD

72 S Fe B 34 Physical products and Applications:
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