YZPST. YANGZHOU POSITIONING TECH. CO., LTD

Part Number :YZPST-DKMJ0.8-3000
FX GESR) BERERAS GEHlm 800VDC/3000uF)

DC-Link Capacitor (Customized products)

R ST E R IER K Feature: Used in DC-Link circuit
RANTE, TR R ek Aluminum shell, filled with polyurethane
%7 R Flexible installation
AR, BRIRPE N High reliability, small destructive
SRECEAEEYaE Good self-healing property

N : HENRZE AL 8 Application: Used in Motor controller for electric car

FAZ¥ Technical data

5| FH#r#E  Reference Standard 1EC61881, GB/T25121-2010

S H) Climatic Category 40/75/56

TAEIREJGE Operating Temperature Range -40°C~+75C

fE AR L E Storage Temperature Range -45°C~+85C
e HE (UN) Rated Voltage 800VDC
HiE R w (CN) Rated capacitance 3000uF 5%
#%[a] Between Terminals 1200VDC, 60s

My L& Voltage proof

;3% 2 6] Between Terminals and Case 3000VAC, 60s

MJFAFE tg 8 Loss factor <0.003

B ESL <50nH

SO A Trms 180A

B S [A]F Clearance 37mm

e KA HSE Max Torque of Terminals <6N.m

iy Expected lifetime >100, 000 /]NE)
KAAF Failure rate 100FIT

R~F Dimension (LXWXH) 320mm X 150mm X 100mm
B Weight ~8kg

GHENLE Position fEZALE any position
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YZPST. YANGZHOU POSITIONING TECH. CO., LTD

AR ~F Dimension:

(o w ‘ el
[ ml. o
0 f— A
126-05 T i
- mw) . &
Lo e T + = e
A =
) M
4—-R4.5
+ @
(@
-
L ©+
N
-~ | 6—M6%12
-+
4
— ~ NN
- = | Ho
- i o
M t% 4 o O
@ D)
N
S 6-618 ®
—+ wg
1@ SH
5 e |
T .
= i _ ‘
i\\ } 3@
2140.2 | 60+0.5_| 19.5
150 95

= Tel: +86-514-87782208, 87782206 FAX +86-514-87782207, 87367519
‘ E-mail:positioning@china.com; info@yzpst com; info@stt. tm;info@goldstar.tm

Vvzes Y Web Site:www. yZzpst.com  www. stttm  www. goldstartm
www_positioning.en.alibaba.com  www._pst manufacturer globalsources.com




YZPST. YANGZHOU POSITIONING TECH. CO., LTD

72 Sy Ko B 34 Physical products and Applications:
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