Dual Plate Wafer Check Valve
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SPECIFICATIONS STANDARD MATERIALS OF MAIN PARTS
Class PN 10PN 16 ITEM | PART NAME MATERIAL
Design EN12334/AP1594 1 Body Ductile Iron
Eﬁﬁe,:t,‘;,f;:e S oIS 2 | Plate Ductile Iron+Ni, CF8,CF8M
Test API598 3 Hinge Pin Stainless Steel
4 Body Seat NBR,EPDM,Viton
DIMENSION
SUZE oA PE B GR F ®d
mm inch PN10/PN16 |  JIS 10K 125/150LB
40 15" 92 86 82 57 43 25 19 5
50 2" 107 101 102 65 43 28.8 19 6
65 2.5" 127 121 121 80 L6 36.1 20 6
80 B 142 131 134 94 6L L34 28 6
100 L" 162 156 171 "7 6L 52.8 27 8
125 5 1972 1877 198 145 70 65.7 30 8
150 6" 218 211 219 1M 76 78.6 31 10
200 8" 2713 267 2776 224 89 104 .4 33 10
250 10" 328 330 336 265 | 1k 127 50 14
300 12" 378 375 406 310 | M4 148.3 43 14
350 14" 438 413 448 360 | 127 172.4 45 14
400 16" 488 476 511 410 | 140 197.4 S 17
450 18" 538 534 546 454 | 152 217.8 58 20
500 20" 597 587 603 505 | 152 241 58 20
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