Flange End Double Eccentric Butterfly Valve

EJ-Industry

SPECIFICATIONS

L1 L4 Size DN 100 - 1200
L2 L3 Class PN 10 - PN 16
Design EN593/BS5155
/ Face to Face| EN558/DIN3202/ISO5752
o /f\ Q il s End Flange | EN 1092
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7 19 ITEM| PART NAME MATERIAL
1 | Hex.Bolt Stainless Steel
&
E \ll © & O 2 Iin‘t':l P.Iate Cast Iron
{ m & 3 |"o _ng EPDM
L 4 | Adjust the pad Ccr13
w 5 | Split ring Cr13
w 6 |Bushing PTFE
1 7 |Body Ductile Iron
[ - /_% 8 |Body seal ring SS304 welding
11 9 | Disc seal ring EPDM
10 10 |Hex.Bolt Stainless Steel
9 11 |Lock washer Stainless Steel
2 < e
; Bottom shaft
ﬂ o 14 |Top shaft $5410
7 /_‘5‘_ 15 | Taper pin Cr13
d—"" 16 | Retainer Carbon steel
—3 17 |"0" Ring EPDM
fxd5° —2 .
AT 18 | Packing gland Cast Iron
¥1 19 |Double-screw bolt | Stainless Steel
20 [Hex.Nut Stainless Steel
21 | Hex.Bolt Stainless Steel
22 | Spring gasket Stainless Steel
23 |Yoke Cast Iron
24 | Key Carbon steel
25 | Taper pin Stainless Steel
DIMENSIONS
. L . PN10 PN16
Size Long A B fx45 D D1 D2 n-g b D D1 D2 n-g b L1 L2 L3 L4 [}
100 190 138 347 3 220 180 158 8-19 19 220 180 158 8-19 19 216 60 155 221 180
125 200 155 427 8 250 210 184 8-19 19 250 210 184 8-19 19 216 60 155 221 180
150 210 173 444 3 285 240 212 8-23 19 285 240 212 8-23 19 270 72 175 253 240
200 230 225 477 3 340 295 268 8-23 20 340 295 268 | 12-23 20 270 72 175 253 240
250 250 248 565 3 395 350 320 12-23 22 405 355 320 12-28 22 346 96 183 283 300
300 270 283 695 4 445 400 370 | 12-23 | 245 460 410 370 | 12-28 | 245 434 181 94 357 300
350 290 313 715 4 505 460 430 16-23 245 520 470 430 16-28 26.5 434 181 94 357 300
400 310 343 775 4 565 515 482 | 16-28 25 580 525 482 16-31 28 434 181 94 35 300
450 330 368 786 4 615 565 532 | 20-28 26 640 585 548 20-31 30 434 181 94 357 300
500 350 395 918 4 670 620 585 20-28 28 715 650 609 20-34 32 531 200 125 432 400
600 390 460 1007 5 780 725 685 20-31 30 840 770 720 | 20-37 36 574 228 140 501 400
700 430 518 1060 5 895 840 800 24-31 33 910 840 794 24-37 41 574 228 140 501 400
800 470 588 1102 5 1015 950 905 | 24-34 36 1025 950 901 24-40 45 574 228 140 501 400
900 510 653 1180 5 1115 | 1050 | 1005 | 28-34 38 1125 | 1050 | 1001 | 28-40 47 638 243 162 547 450
1000 550 727 1339 5 1230 1160 1110 28-37 41 1255 1170 1112 28-43 50 77 302 236 656 450
1200 630 808 1444 5 1455 1380 1330 32-40 45 1485 1390 1328 32-49 55 77 302 236 656 450
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