Metal seat Gate Valve MSS SP-70

EJ-Industry
D SPECIFICATIONS
" 18 Size 224"
‘ Class ANSI 125
k Design MSS SP-70
17 Face to Face ASME B16.10
1 End Flange ASME B16.1
Test MSS SP-70
15

STANDARD MATERIALS OF MAIN PARTS
NO. | PART NAME MATERIAL
1 [Body Cast Iron
2 |Body Seat Ring Cast Bronze
3 |Wedge Ring Cast Bronze
4 |Wedge Cast Iron
5 |[Stem Brass
6 |Body Gasket Graphite
7 |Bolts Steel
8 |[Nuts Steel
9 |Bonnet Cast Iron
10 [Packing Graphite
11 |Bolts Steel
12 |Nuts Steel
13 | Gland Follower Ductile Iron
14 |Yoke Bushing Cast Brass
15 _|Yoke Bushing Nut Cast Iron
16 |Screw Steel
17 Handwheel Cast Iron
18 |Handwheel Nut Ductile Iron
DIMENSIONS
OUTLINE mm END FLANGE ANSI 125LB  mm
DN L h D a d c T x-n
2" 178 375 178 51 152 121 15.9 4-@19
25" 190.5 425 178 65 178 140 17.5 4-0319
3 203.2 480 200 80 190 152.5 19.1 4-319
4" 228.6 595 254 102 228.6 190.5 23.8 8-919
5" 254 695 300 127 254 215.9 23.8 8-022
6" 266.7 810 300 152 279 2415 25.4 8-@22
8 292 1000 348 203 343 298.5 28.6 8-@922
10" 330 1205 400 254 406 362 302 | 12-925
12" 355.6 1430 457 305 483 432 31.8 12-@25
14" 381 1655 508 356 533 476 35 12-029
16" 406 1825 558 406 597 540 36.6 | 16-@29
18 432 2020 610 457 635 578 397 | 16-32
20" 457 2290 640 508 699 635 42.9 20-932
24" 508 2680 762 610 813 749 47.6 20-635
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