Resilient Seat Swing Check Valve

DN
D2

SPECIFICATIONS

STANDARD MATERIALS OF MAIN PARTS

@ EJ-Industry

Size DN 150 - 600 ITEM | PART NAME MATERIAL
stsién im;( gsNoge 1 Body Duct?le Iron
Face to Face| BS EN 558:2008 Series 10. 2 Plug Ductile Iron
End Flange | BS EN 1092 3 Disc Steel+EPDM
Test AWWA C508 4 Washer EPDM

5 Bonnet Ductile Iron

DIMENSIONS
DN | L END FLANGE BS PN10/16 mm
d c g T f

150 |356 285 240 211 19 4 8-023
200 495 340 295 266 20 4 | 8923 |12-223
250 1622 | 395 405 | 350 | 355 319 22 4 | 12923 [12-@28
300 [698 445 | 460 | 400 | 410 370 24.5 4 | 12-023 112-328
350 |787 1505 | 520 | 460 |470 429 2451265 | 4 | 16223 |16-928
400 1914 | 565 580 | 515 | 525 480 24.5| 28 4 | 16-928 |16-231
450 1978|615 640 | 565 | 585 |530 548 [25.5] 30 4 | 20-928 |20-231
500 1978|670 715 1620 | 650 | 582 609 [26.5]31.5| 4 | 20-928 |20-@34
600 11295 780 840 | 725 | 770 | 682 720 |30 36 S 1 20-@31 [20-937
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