PTFE Seat Split Body Concentric Butterfly Valve

EJ-Industry

WAFER TYPE

LUG TYPE

|
m| @
H\
<C + !
=i
L
C
SPECIFICATIONS STANDARD MATERIALS OF MAIN PARTS
» _ ITEM| PART NAME MATERIAL
Size D50 860 1 Body Ductile Iron, Carbon Steel, Stainless Steel
Class PN 10- PN 16 2 | Lower Shaft Stainless Steel 316
N 3 Seat PTFE+EPDM Backup
Design API609/EN593/BS5155 4 Disc CF8M+PTFE,
Face to Face EN558/DIN3202/ISO5752/API609 S| RRIESSICISICEVERINERE
6 Dish Spring Spring Steel
End Flange EN 1092/ASME B16.1 7 | Cover Ductile Iron, Carbon Steel, Stainless Steel
8 Bushing FRP
Test API 598 9 Washer Steel
10 | Circlip Spring Steel
1 | Washer Steel
12 | Circlip Spring Steel
13 | Upper Shaft Stainless Steel
14 | Lever Malleable Iron
15 | Gear Component
DIMENSIONS
) A 8 C L ” UPPER FLANGE i ANS| 150 DINPN 10 DIN PN 16
Size K 3 N-al oG | n-ad n-M | oG |n-ed | n-M 86 | n-ad n-M
50 62 | 136 12 41 32 65 50 h-6.1 9 | 1205 | &-19 | 45/8" | 15 | &-19 | 4-Mi 15 | 419 4-Ml6
65 0| 138 126 50 2 65 50 4-6.1 9 | 1395 | &-19 | f5sgr | WS | &-19 | 4-MI6 U5 | 419 h-M16
80 | 10 142 50 2 65 50 4-6.1 9 [1525 | 419 | 45/8" | 160 | 8-19 | 8-Mi6 160 | 8-19 8-M16
100 105 | 158 168 555 2 90 70 L103 | M 1905 | 8-19 | g5/gr | 180 | 8-19 | 8-Mig 180 | 8-19 8-Mi6
125 1 | 180 240 59 3 90 70 | 4103 1h M6 | 8-224 | 8-3/k" | M0 | 8-19 | 8-Mi6 m 8-19 8-M16
50 | 134 | 186 | 25 | 59 R 1 90 |70 | 4f03 | 1 [ 245 |8-204 | 8-3/k" | 240 | 822 | 8-MNO | 240 | 8-22 | 8-MN
200 | 165 | 23k 320 63 32 125 02 | 4-145 1 [ 2985 |8-224 | g-3/4" | 295 | 8-22 | 8-M0 295 | 12-22 | 8-MW0
250 196 | 213 385 B 45 125 102 | 4146 22 | 362 |12-254 [ 12-7/8" | 350 | 12-22 | 12-M20 | 355 | 12-26 | 12-M24
300 | 224 | 302 450 81 45 125 02 | 4167 | 22 | 432 |[12-254 | 1p-/8" | 400 | 12-22 | 12-M20 | 410 | 12-26 | 12-M24
350 | 260 | 320 500 81 45 125 102 | 4-16T | —— [ 4763 | 12-284 | 12-1" | 460 | 16-22 | 16-M20 | 470 | 16-26 | 16-M2%
400 | 298 | 408 585 92 52 15 | 140 418 | — [ 5399 [16-284 | 169 515 | 16-26 | 16-M2& | 525 | 16-30 | 16-M2T
450 | 35 | k12 616 | 1165 52 175 160 4-18 | — | 5719 [16-3175[ 16-11/8"| 565 [20-26 |20-M24 | 585 | 20-30 | 20-M21
500 | 35 | 480 685 | 130 66 210 165 422 | —| 635 |20-3179 20-11/87 620 | 20-26 |20-M24 | 650 | 20-33 | 20-M30
600 | L0 | 562 818 151 66 10 165 422 | — | 7693 | 20-351] 20-14/6] 725 | 20-30 | 20-M27 | 770 | 20-36 | 20-M33
700 | 520 | 625 910 165 66 300 56 | 818 —— | 8636 | 28-351| 28-11/47 840 | 26-30 | 24-M2T | 840 | 24-36 | 24-MR3
L 800 | 590 [ 672 | 1050 | 188 66 | 300 |25 8-18 — | 9779 | 28-413| 28-11/2] 950 | 24-33 |24-M30 | 950 | 24-39 | 24-M36

Note: (1) Standard actuation is 2"-6" with lever, 8”-12" with gear.

Fig No.BV400




