XUCHUAN CHEMICAL

Professional Manufacturer of Polyurethane
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Enterprise scale

Operating data B Primary business & Market B Production ability

77 billion yuan . o L
in 2021 Egypte ® Pakistan ® Headquarters
Mexico @ ~ :
® Vietham
° e
® Sri Lanka
[ ]
Overseas business in . ® Brazil

40 countries

e Polyurethane resin for artificial leather ® Polyurethane system for shoe sole
TOPZ2 Domestic * Polyester polyol
market share

B R&D center

® Suzhou Large Enterprise Leading Enterprise Advanced Technology Research Institute

750000 tons °

: Provincial Polyurethane Application Engineering Technology Center
total capacity

Key high-tech enterprises of the National Torch Program

Jiangsu Postdoctoral Innovation Experimental Base

1200+ INTELLIGENT MANUFACTURING SYSTEM
empolyees ® 138+PhD and Master in polyurethane industry PROFESSIONAL TECHNICAL TEAM
SOPHISTICATED EQUIPMENT

BE Production sites

4 production sites

1 Under construction

CHEMICAL XUCHUAN CHEMICAL
CO.LTD (Western District) CO.LTD (Eastern District)




Capacity

AT

300000
tons/year

Polyester
Polyol

Characteristics

Applications

Abrasion
resistance

Ink

Good heat
resistance

TPU

Good solvent
resistance

[ 1]
111

High strength

Sealant

High stability

Insulation board



POLYESTER POLYOL LIy e)il 6 =

: Acid value : o . : .

XCP-1024 1000 106-118  01-08 <003 solid  ondi oo G OOR SNS  er
EG/AA XCP-24 2000 53-59 0.1-0.8 <0.03 solid ggg - ‘;‘(’,‘;‘éi 153 :nggi?,e spsskarmsr
XCP-3000E 3000 35-39 0.1-0.8 <0.03 solid ggg — ‘;‘(’,‘L‘gi 71267% ;‘;‘;‘,ﬂ;‘ﬁe elastomer
XCP-1000N 1000 106-118 <05 <0.03 liquid ggg ggig ggzg; ;igz water based PU
NPG/AA XCP-2000N 2000 53-59 <05 <0.03 liquid égg igg;s ggzg: gggs adhesive
XCP-3000N 3000 35-39 <05 <0.05 liquid ggg ;iﬁ“ gg:g: gﬁf adhesive
XCP-44-600 600 185-205 0.1-0.8 <0.03 solid égg 20 ‘;‘(’,Zﬁi if;S Zﬁi':?i%e TPU
XCP-1044 1000  106-118 0.1-0.8 <0.03 solid  Ho e e e odng
BG/AA XCP-44 2000 53-59 0.1-0.8 <0.03 solid ggg 1012 z;(();cc:: 60 :Zf,ﬂ;?,e S
XCP-30008 3000 35-39 0.1-0.5 <0.03 solid 2o e Tass it
XCP-SH3000B 3000 37-39 0-0.25 <0.03 solid 25°C: — 40°C: — adhesive for shoe

60°C: 2400 80°C: 1360

www.xuchuanchem.com
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Seri Cod OH value Acid value - e Apoli
eries ode Ave.Mn (mgKOH/g) | (mgKOH/qg) oisture state Viscosity pplication

25°C: 2783 40°C: 978 coating

; - 1-0. <
XCP-1000PM 1000 Lo BhliE LHEE; liquid  c0oc. 437 80°C: 183  adhesive elastomer
o 25°C: 12447 40°C: 4649 coating
XCP-2000PM 2000 53-59 0.1-0.8 <0.03 liquid . . :
MPD/AA TN 60°C: 1431 80°C: 580  adhesive elastomer
- 25°C: 27294 40°C: 9433 coating
XCP-3000PM 3000 35-39 0.1-0.8 <0.03 liquid R ] o TR
. 25°C: 1029 40°C: 547  coating
XCP-1000M 1000 106-118 0.1-0.8 <0.03 liquid S0, 258 80°C. 118 adhesive elastomer
. 25°C: 4499 40°C: 2250  coating
MPG/AA XCP-2000M 2000 53-59 0.1-0.8 <0.03 liquid Skt ol o A
o 25°C: 12267 40°C: 4643 coating
XCP-3000M 3000 35-39 0.1-0.8 <0.03 liquid 2 e 9. adhesive elastomer
XCP-706 1500 71-79 0.1-0.8 <0.03 liquid ~ 25°C: 4427 40°C: 1056  coating
60°C: 545 80°C: 239  elastomer
XCP-254 2000 51-59 0.1-0.8 <0.03  Ointment 2°°C: — 40°C: 2256 coating
60°C: 626 80°C: 420 adhesive elastomer
EG/DEG/AA
o 25°C: 8362 40°C: 2076 coating
XCP-2016 2000 51-59 0.1-0.8 <0.03 liquid o, 873 80°C. 395  adhesive elastomer
XCP-280 1950 56-60 0.1-0.55 <0.03 solid 25°Ce — 4ty — CPU(solvent resistance)

60°C: 2500 80°C: 820

www.xuchuanchem.com
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Seri Cod Ave.M OH value Acid value - e o Apolicati
eries ode ve.Mn (mgKOH/g) | (mgKOH/g) oisture state iscosity pplication
25°C: 1065 40°C: 457  coating
XCP-900D 900 120-130 0.1-0.8 <0.03 liquid 60°C: 198 80°C. 93 ~dhesive elastomer
DEG/AA
o 25°C: 231000 40°C: 1890 coating
XCP-2000D 2000 54-58 0.1-0.8 <0.03 limoid  res gaE @0°C: 886 adhesie elstomer
. 25°C: 1395 40°C: 755  coating
- 1000 106-118 0.1-0.8 <0.03 liquid :
s 1qut 60°C: 264 80°C: 121  adhesive TPU
o 25°C: 4064 40°C: 1356  coatin
EG/BG/AA XCP-785 1500 71-79 0.1-0.8 <0.03 liquid g
/B 9 60°C: 623 80°C: 279 adhesive elastomer
XCP-244 2000 53-59 0.1-0.8 <0.03 liquid 25°C: 8488 40°C: 3442  coating
60°C: 1002 80°C: 540 adhesive elastomer
. 25°C: — 40°C: 1827 .
XCP-218-1200 1200 90-96 0.1-0.8 <0.03 solid kel ! s coating CPU
. 25°C: — 40°C: 2500 coating
XCP-2476 1500 72-78 0.1-0.4 <0.03 lid
soll 60°C: 750 80°C: 300 adhesive elastomer
XCP-2476C 1500 73-79 0.1-0.5 <0.03 solid ggogf ;10 ‘:3%0%’_ ;30 CPU
EG/PG/AA : .
. 25°C: — 40°C: 3263 _
XCP-218-1800 1800 59-64 0.1-0.8 <0.03 solid £0°C. 983 B0°C. 429 coating CPU
XCP-218 2000 53-59 0.3-0.5 <0.03 solid 25°C: —  40°C: 2549 (q4ting CPU
60°C: 946 80°C: 408
. 25°C: —  40°C: 2500
XCP-218C 2000 53-59 0.2-0.5 <0.03 solid S5 om0 ot Ado | CBU

www.xuchuanchem.com



Series Code Ave.Mn

XCP-1000H 1000
HD/AA XCP-2000H 2000
XCP-3000H 3000
BG/NPG/AA XCP-2000NB 2000
EG/BG/DEG/AA XCP-35EBD 3500
XCP-2325 2500

DEG/TMP/AA
XCP-SP60NL 1800
XCP-1500NH 1500

NPG/HD/AA
XCP-2200NH 2000
DPG/PA XCP-2000DP 2000

OH value

(mgKOH/g) | (mgKOH/g)

106-118

53-59

35-39

53-59

31-33

57-63

60-66

71-79

53-59

53-59

Acid value

0.1-0.8

0.1-0.8

0.1-0.8

0.1-0.8

<0.5

0.1-0.8

0-0.3

0.2-0.5

0.1-0.8

<3

TN 18I 6 =

EEIEITIY XUCHUAN CHEMICAL

<0.03

<0.03

<0.03

<0.03

<0.05

<0.03

<0.03

<0.03

<0.03

<0.05

solid

solid

solid

liquid

liquid

liquid

liquid

Ointment

Ointment

paste

25°C:
60°C:

25°C:
60°C:

25°C:
60°C:

25°C:
60°C:

258k
60°C:

25°C:
60°C:

25C:
60°C:

25°C:
60°C:

25:Ciz
60°C:

25°C:
40°C:

60°C:
80°C:

— 40°C: — coating
210 80°C: 105 adhesive TPU
— 40°C: — coating
1302 80°C: 484 adhesive TPU
— 40°C: — coating

2271 80°C: 1365 adhesive TPU

10513 40°C: 3359
1008 80°C: 575

adhesive

31313 40°C: 12087 coating
5024 80°C: 1893 adhesive elastomer

20196 40°C: 7528 coating
1872 80°C: 1026 adhesive

21270 40°C: 7580 o\ octer foam
2630 80°C: 970 g
— 40°C: 2525

coating adhesive
922 80°C: 424

— 40°C: 5711

2262 80°C: 841 adhesive

>1200000

>1200000 coating PU
193000 hardness foam

800

www.xuchuanchem.com



POLYESTER POLYOL
Series Code Ave.Mn
XCPA-110 1000
DEG/PA XCPA-195 560
XCPA-320 350

EG/NPG/SA/IPA XCP-2000IPS

Bio-based XCP-3000P
polyester
polyols
SF-2000PN
NPG/PA XCP-PA110N

2000

3000

2000

1000

(mgKOH/g) | (mgKOH/g)

109-115

190-210

300-340

53-59

36.4-38.4

53-59

108-118

Acid value

0-1.0

0.1-1.0

<3

0.1-0.8

0-0.2

0-0.8

<0.8

TN 1811 46 =

EETEITIIW XUCHUAN CHEMICAL

<0.03

<0.03

<0.1

<0.03

<0.03

<0.03

<0.03

liquid

liquid

liquid

liquid

solid

liquid

solid

25°C:

60°C:

25°C:
60°C:

255C =
60°C:
25°C:
40°C:
60°C:
80°C:
25°C:
60°C:

25°C:
60°C:

80°C:

245000 40°C:
4000

12000 40°C:
530 80°C:

2483

118000
204000
18236
5363

— 40°C:
80°C:

2800

21000 40°C:
80°C:

3500

90502 100°C: 5600

80°C:

40°C:
182 80°C:

49900 coating
800 PU rigid foam

3030 coating
160 PU rigid foam
760 coating

56 PU rigid foam

adhesive
9525 coating
1240 adhesive elastomer
7600 coating for

850 synthetic leather

adhesive

www.xuchuanchem.com



. www.xuchuanchem.com

B service@chinaxuchuan.com
Xuchuan
\, 0512-53981888/+8613913782587
tlaalie il Be e IR o0 SIS S A No.3, Xiexin Road, Taicang Port Development
Professional Manufacturer of Polyurethane Zone, Taicang City, Jiangsu , China (215434)
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